
EN81-70 Landing Equipment Outline and Product Coverage 
 

Stentorgate offers a wide range of products designed to meet the proposed disability access standards 
outlined in EN81-70. 
 
Our landing disability access products are designed to look good and to be easy to install. All parts are: surface 
mountable, substantially constructed and remarkably shallow in depth; display units are 16mm deep and their 
boxes just 22mm deep. Our surface mount products offer installation flexibility;  reducing the installation effort 
required when parts have to be located within the bounds of the height limits imposed by EN81-70.  
 

 
 Landing Signals – EN81-70 

• Hall arrows 
o 40mm or higher 
o 140 degree viewable 
o located between 1800 &  

2500mm from floor 
• Sounder 

o 1x sound UP 
o 2x sound DOWN 

Landing Controls – EN81-70 
• Centre of buttons must be located 

between 900mm & 1100mm from the 
floor and 500mm laterally from adjacent 
walls. 

• 10mm minimum button separation. 
• Tactile button: character 15mm to 

40mm high.  
• Visible call acceptance. 
• Audible call acceptance signal “on every 

individual operation of button, even if 
the call is already registered”. 

G

Landing Signals – Products 
• Slim-line display units: 16mm deep (SMDU product 

range) 
• Shallow (22mm deep) stainless steel surface mount 

boxes 
o requiring minimum fixing effort, allowing 

for easy  location within height constraints. 
• Character sizes: 45mm, 50mm, 76mm,100mm and 

114mm high 
• Viewing angles  over 140 degrees: side arrow types 

>180 degrees (3-D lens options) 
• Built-in electronic chime 

o 1x sound for UP 
o 2x sounds for DOWN 
o Optional: different tones  
Landing Control – Products 
• Surface mount extended stations: 

o Shallow design: 22mm deep 
(can accommodate a slim-
line indicator) 

o Stainless steel: heavy duty, 
2mm thick plate. 

o Chamfered edges to zero 
depth at sides. 

• Tactile floor legend engraving and 
other messages 

• Tactile/Braille EN81-70 compliant 
pushes  

• Audible call acceptance signals, 
suitable for 4 & 3 wire call systems: 

o Voice (Mini-Voice) 
o Beeper (Call-Beeper) 



EN81-70 Lift Car Equipment Outline and Product Coverage 
 

Stentorgate offers a wide range of products designed to meet the proposed disability access standards 
outlined in EN81-70. 
 
Our lift car disability access products are designed to look good and to be easy to install. We offer one of the 
broadest indicator product ranges available today; a wide variety of appearances coupled with a multitude of 
fixing options should help to satisfy both aesethics and reduce installation complexity. Our Slim-Line displays 
(only 16mm deep) reduce required backbox depth helping in installations where space is at a premium. 
 
Our Multi-Function Speech Unit, widely respected in the industry, fulfils all real voice announcement 
requirements. We have extensive male and female phrase libraries available or customer supplied voice 
announcements can just as easily be used.  
  
Our new Inductive Loop Driver, located on the lift car, drives two separately controllable voice channels: one for 
a loudspeaker, the other an inductive loop. The loop is usually placed in the floor or false ceiling and couples via 
an electric field to a users hearing aid. 
 

 
 

Car Signals – EN81-70 
• Position Indicator 

o 30mm to 60mm high characters 
o located between 1600mm &  1800mm from 

floor and within or above car operating panel 
o an alternative indicator can be installed 

below 1600mm if another is at a higher level 
• Voice announcer 

o Car position announced as lift car stops 
 

 

Car Controls – EN81-70 
• Centre of door open/close and alarm buttons must be located

minimum of 900mm from the floor and 400mm laterally from
walls. 

• Car call buttons must be above door open/close and alarm bu
separated from them by twice the pitch of the call buttons (if
vertically) 

• Floors: -2,-1,0,1,2 etc. 
• Alarm button: yellow with bell symbol 
• Exit floor button identifiable: green and protruding 5mm 
• 10mm minimum button separation. 
• Tactile button: character 15mm to 40mm high.  
• Visible call acceptance. 
• Audible call acceptance signal “on every individual operation o

even if the call is already registered”. 
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Car Signals – Products 
• All LED display products with character heights: 30mm, 

40mm, 45mm, 50mm & 57mm. 
• Dot matrix or segmented LED types 
• Full colour TFT LCD display: useful for displaying 

additional floor directory information (section E.6). 
• Slim-line display units (SMDU parts) useful for minimising 

backbox depth if push station box location clashes with 
lift car sling etc. 

• Multi-Function Speech Unit: high quality real voice 
announcements in male or female voice. 

• Inductive Loop Driver: two audio channels with high audio 
power output, both controllable at the lift car. Provides 
voice announcements to people using hearing aids 
Car Control – Products 
• Car operating panels and backboxes: 

o Various finishes 
o Secret fixings 
o Hinged fixings 

• Engraving  
• Tactile/Braille EN81-70 compliant 

pushes  
• Audible call acceptance signals, suitable 

for 4 & 3 wire call systems: 
o Voice (Mini-Voice) 
o Beeper (Call-Beeper) 
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                                                                                                                                               Multi-Function Speech Unit 

MFSP24-g 
(COMBINED VOICE & INDICATOR CONTROL UNIT) 

 
Description Our Multi-Function Speech Unit reproduces high quality announcements from actual voice 

recordings and drives our display unit products via our 4-wire network. 
 
   The Multi-Function Speech Unit is of single circuit board construction and requires no additional 

encoder boards. It is usually installed in the lift control panel, where it interfaces to the 
appropriate lift control signals. The unit intelligently interprets these signals and generates 
corresponding voice announcements whilst simultaneously transmitting control information to 
any display or ancillary units connected onto our serial data network. 

 
   ONLY ONE MULTI-FUNCTION SPEECH UNIT IS REQUIRED PER LIFT. 
 
Standard Phrase PLEASE SEE THE MALE (APPENDIX A) & FEMALE (APPENDIX B) PHRASE  
Library   LIBRARY LISTS AT THE BACK OF THIS CATALOGUE 
 
Announcement  Maximum playback time: 2 minutes of continuous speech 
Capabilities  Maximum number of announcements: limited only by playback time 
   Maximum individual phrase length: 2 minutes 
 
Standard Features Male or Female voice (replace 'g' in part number with 'M' - male,'F' - female) 
   16 opto-isolated control signal inputs (expandable to 32 inputs) 
   USB interface for PC connection to download voice and settings 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power supply consumption:360mA @ 12vdc 
 
General   Unit supplied loose complete with a loudspeaker 
 
Optional Items  Input expansion units (additional control signal inputs: 8 or 16-way)  
   Hush mode (secondary volume control, selected via a control signal input)  
   Real-time clock for date and time 
   Inductive loop systems 
   Choice of control signal voltages (specify when ordering, see Appendix C) 
   Custom allocation of control signal inputs (see Appendix D)  
   Custom recordings (full studio recordings & digitisation service)  
   Digitisation service (conversion of your recordings to MFSP24 format) 
   On-site programming kit 
   DIN Rail mounting kit 
   Steel enclosure for MFSP24-g unit 
   Stainless steel faceplate & mild steel backbox for loudspeaker 
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                                                                                                                 Inductive Loop Driver 
 

INDUCTIVE LOOP DRIVER 

POWER INPUT 

AUX.LINE INPUT 
LINE INPUT 

POWER INPUT FUSE 
POWER  VOLTAGE SELECTOR 

OUTPUT  CHANNEL.B  

OUTPUT  CHANNEL.A 

VOLUME  CHANNEL.B 

VOLUME  CHANNEL.A 

LOUDSPEAKER 

INDUCTIVE  LOOP 

INDUCTIVE LOOP  
DRIVER 

D1 
D2 
D1 
D2 

DATA 
OUT 

LOUD- 
SPEAKER 

1A 2A 1B 2B 1 2 
POWER OUT POWER 

IN 

FUSE 1 
FUSE 2 

A 
A 

100V LINE
MATCHING 

TRANSFORMER 
N35A001F

8 OHMS 10 W LINE 

LIFT CAR 

110/240vac  POWER INPUT 

 
  
Description              Our inductive loop driver receives 100v line amplified voice signals, generated 

by our voice unit, and  plays the sound back through two separate channels; 
one for a loudspeaker and one for an inductive loop. 

 
   Both voice output channels are independently volume controllable allowing the 

installer to select larger amounts of power output (up to 6W) for the inductive 
loop whilst trimming the loudspeaker output to acceptable levels. 

 
   The standard wire loop supplied with the unit must be mounted around the 

perimeter of the lift car; ideally, either in the ceiling or in the floor of the lift. 
The loop generates an electric field that can be obscured by large amount of 
steel, so care must be taken when locating the loop. 

 
   
Standard Features Single input channel, two output channels (independently controllable) 
   Selectable power supply voltage (240vac or 110vac – fused on PCB) 
   Maximum 6W audio output power 
    
 
Electrical Detail  Continuous power supply:240vac or 110vac selectable 
   Max. Power supply consumption:12W 
 
General   Unit supplied mounted in a steel enclosure with a loose wire loop and line 

transformer for speech unit output conversion. 
  
Optional Items  PCB mounted loop for proximity loop applications 
   Emergency telephone & voice unit compatible driver 
   Auxiliary input channel (for other audio source input) 
   24v dc power supply option 
   Inductive loop identifier engraved faceplate 
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                                                                                                                                                               Indicator Control Unit 
 

MFSP24-CC 
(INDICATOR CONTROL UNIT) 

 
Description  The indicator control unit is of single circuit board construction. It is usually installed in the lift 

control panel, where it interfaces to the appropriate lift control signals. The unit intelligently 
interprets these signals then transmits control information to any display or ancillary units 
connected onto our serial (4-wire) data network. 
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   ONLY ONE INDICATOR CONTROL UNIT IS REQUIRED PER LIFT 
 
Standard Features 16 opto-isolated control signal inputs 
   Choice of control signal voltages (specify when ordering, see Appendix C) 
   Custom allocation of control signal inputs (see Appendix D) 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power supply consumption:300mA @ 12vdc 
 
General   Unit supplied loose for control panel mounting 
 
Optional Items  Input expansion units (additional control signal inputs: 8 or 16-way) 
   DIN Rail Mounting Kit 
   Serial data input (RS-485) for networking 
   Battery back-up systems 
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                                                                                                                                                  Call Acceptance Sounder 
 

CALL-BEEPER 
(2 BUTTON INPUTS)  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Description  Our Call-Beeper is designed to fully satisfy the requirements of EN81-70 code 

for audible call acceptance acknowledgement. 
 
   The Call-Beeper can be connected onto either a three or four wire call system. 

On-board jumpers allow the user to select the call system type and, on a three 
wire system, signal polarities are also selectable (four wire system can be either 
polarity or ac signals). High voltage signals can also be accommodated when 
required (specify at time of ordering). 

 
   As required by EN81-70, the Call-Beeper does not sound until it recognises a 

valid call accepted signal; On a three-wire call system the unit waits until the 
call button is released, before looking at the call indicator signal, in order to 
determine whether the call has been accepted. Thereafter, subsequent re-
pressing of the button will immediately result in sound production, as long as 
the call accepted signal remains active. 

 
   A single Call-Beeper will provide audible acceptance signalling for two call 

buttons. As standard the unit generates a double beep to signal that a call has 
been accepted. 

 
   The ‘beep’ volume is adjustable between the limits defined in EN81-70. 
 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Quiescent current consumption:10mA @ 12vdc (peak 55mA) 
 
General   Unit supplied loose with spacers. 
 
Optional Items  Tone/Frequency changes to identify separate buttons. 
    ‘Beep’ count changes to identify separate buttons. 
   Slim-line (15mm deep)  
   48v ac/dc version 
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                                                                                                                                                  Call Acceptance Sounder 
 

CAR-BEEPER 
(8 BUTTON INPUTS) 

 
 
Description  Our Car-Beeper is designed to fully satisfy the requirements of EN81-70 code 

for audible call acceptance acknowledgement in the lift car. 
 
   The Car-Beeper can be connected onto either a three or four wire call system. 

On-board jumpers allow the user to select the call system type and, on a three 
wire system, signal polarities are also selectable (four wire system can be either 
polarity or ac signals). High voltage signals can also be accommodated when 
required (specify at time of ordering). 

 
   As required by EN81-70, the Car-Beeper does not sound until it recognises a 

valid call accepted signal; On a three-wire call system the unit waits until the 
call button is released, before looking at the call indicator signal, in order to 
determine whether the call has been accepted. Thereafter, subsequent re-
pressing of the button will immediately result in sound production, as long as 
the call accepted signal remains active. 

 
   A single Car-Beeper will provide audible acceptance signalling for eight call 

buttons. As standard the unit generates a double beep to signal that a call has 
been accepted. 

 
   The ‘beep’ volume is adjustable between the limits defined in EN81-70. 
 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Quiescent current consumption:20mA @ 12vdc (peak 55mA) 
 
General   Unit supplied loose with spacers. 
 
Optional Items  Tone/Frequency changes to identify separate buttons. 
    ‘Beep’ count changes to identify separate buttons. 
   48v ac/dc version 
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Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU30-1 

Faceplate Cut-Out: 40(h) x 32(w) mm     Fixings: 4x M3x30mm Studs 
 
 

Description Single colour LED dot matrix display:7 rows, 5 columns, 30mm high, 22mm wide, 3mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Single character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling (floor changes & running arrows) 
  
Switch Scrolling running arrow inserted between floor roll-over changes 
Selectable Hall lanterns only 
Features Scrolling running arrow overriding position 
 Hall lantern floor designations 
 Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 130mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
   

 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU30-2A 

 
Faceplate Cut-Out: 40(h) x 55(w) mm     Fixings: 4x M3x30mm Studs 
 
 

Description Single colour LED dot matrix display:7 rows, 10 columns, 30mm high, 44mm wide, 3mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Simultaneous single character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
  Slim-Line version – SMDU30-2AH or SMDU30-2AV (16mm deep – see data sheets) 
 
 

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU30-2 

Faceplate Cut-Out: 40(h) x 55(w) mm     Fixings: 4x M3x30mm Studs 
 

escription Single colour dot matrix LEDdisplay:7 rows, 10 columns, 30mm high, 44mm wide, 3mm dots 
 

Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

 
eatures Override hall lantern arrow 

s 
changes and hall lantern arrows) 

witch hanges 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
V (16mm deep – see data sheets) 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 
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D

LED Colour Standard:  Red or Green 
 
 
S 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Double character position  
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Scrolling running arrow inserted between roll-over floor c
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line version – SMDU30-2H or SMDU30-2
 

L
 
 
 
 
 
 
 
 
 
 
 
CO
 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU30-3H 

 
Faceplate Cut-Out: 40(h) x 76(w) mm     Fixings: 4x M3x20mm Studs 
 
 

Description Single colour LED dot matrix display:7 rows, 15 columns, 30mm high, 66mm wide, 3mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Simultaneous double character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 220mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
  Slim-Line version – SMDU30-3H (16mm deep – see data sheet) 
 

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU30-3N 

Faceplate Cut-Out: 40(h) x 76(w) mm     Fixings: 4x M3x20mm Studs 
 
 

NOTE: THIS UNIT HAS IDENTICAL FEATURES TO THE MFDU30-3H, BU HAS A NARROWER FOOTPRINT 
 
 

Description Single colour LED dot matrix display:7 rows, 15 columns, 30mm high, 66mm wide, 3mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Simultaneous double character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 220mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
  Slim-Line version – SMDU30-3H (16mm deep – see data sheet) 
 

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU30-3V 

Faceplate Cut-Out: 76(h) x 40(w) mm     Fixings: 4x M3x20mm Studs 
 

 

Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary  

us double character position and running arrow 
eatures Override hall lantern arrow 

changes or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 220mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

 SMDU30-3V (16mm deep – see data sheet) 

T IS UNIT CONN NIT MUST BE ORDERED FOR EACH 
LIFT 
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Description Single colour LED dot matrix display:15 rows, 7 columns, 66mm high, 30mm wide, 3mm dots  

LED Colour Standard:  Red or Green 
 
 
S 0 to 19,  A to Z,  -1 to –8 
L
 
Standard        Simultaneo
F
 Out of service symbol 
 Vertical scrolling messages 
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 

 
E
D
 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Slim-Line version –
 
H ECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL U
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Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU30-7H 

 
Faceplate Cut-Out: 40(h) x 169(w) mm     Fixings: 4x M3x20mm Studs 
 
 
 

Description Single colour LED dot matrix display:7 rows, 35 columns, 30mm high, 159mm wide, 3mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Simultaneous double character position and running arrow 
Features Override hall lantern arrow and horizontally scrolling NEXT UP/ NEXT DOWN 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 260mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
  Real-time clock 
 

 
 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU50-1 

Faceplate Cut-Out: 60(h) x 48(w) mm     Fixings: 4x M3x30mm Studs 
 

Description Single colour LED dot matrix display:7 rows, 5 columns, 50mm high, 38mm wide, 5mm dots (3mm 
dots on super-bright blue). 

LED Colour 
Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary  

racter position  
eatures Override hall lantern arrow 

ges & running arrows) 

witch ver changes 

 
esignations 

lectrical : 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 130mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU501/0311 

 

 

 
Standard:  Red or Green 

 
 
S -1, 0 to 9 and A to Z 
L
 
Standard        Single cha
F
 Out of service symbol 
 Vertical scrolling (floor chan
  
S Scrolling running arrow inserted between floor roll-o
Selectable Hall lanterns only 
Features Scrolling running arrow overriding position 
 Hall lantern floor d
 Landing or car indicator function 
 Electronic chime volume 
 
E
D

 Continuous power supply

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
   

L
 
 
 
 
 
 
CO
 
 

2.1.1 



Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU50-2A 

Faceplate Cut-Out: 60(h) x 86(w) mm     Fixings: 4x M3x20mm Studs 
 

Description Single colour LED dot matrix display:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots (3mm 
dots on super-bright blue). 

LED Colour 
Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary  

us single character position and running arrow 
eatures Override hall lantern arrow 

s 
changes or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
 see data sheet) 

 
 
HIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU502A/0311 

 

 
Standard:  Red or Green 

 
 
S -1, 0 to 9 and A to Z 
L
 
Standard        Simultaneo
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line version – SMDU50-2A (16mm deep –
 
 

T
L

 
 
 
 
 
 
CO
 
 

2.1.2 



Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU50-2AV 

Faceplate Cut-Out: 60(h) x 76(w) mm     Fixings: 4x M3x20mm Studs 
 

NOTE: THIS UNIT HAS IDENTICAL FEATURES TO THE MFDU50-2A,  BUT HAS A NARROWER FOOTPRINT 
 

Description Single colour LED dot matrix display:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots (3mm 
dots on super-bright blue). 

 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Simultaneous single character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
  Slim-Line version – SMDU50-2A (16mm deep – see data sheet) 
 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU502AV/0311 
 
 

2.1.2a 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-2 

Faceplate Cut-Out: 60(h) x 86(w) mm     Fixings: 4x M3x20mm Studs 
 

escription Single colour dot matrix LEDdisplay:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots (3mm 
dots on super-bright blue). 

LED Colour 
Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

 
eatures Override hall lantern arrow 

s 
changes and hall lantern arrows) 

witch hanges 
esignations 

 

lectrical : 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
see data sheet) 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFDU502/0311 

2.1.3 

 

 
D

 
Standard:  Red or Green 

 
 
S 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Double character position  
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Scrolling running arrow inserted between roll-over floor c
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D

 Continuous power supply

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line version – SMDU50-2 (16mm deep – 
 

L
 
 
 
 
 
 
 
 
 
 
 
CO
 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-2V 

Faceplate Cut-Out: 60(h) x 76(w) mm            Fixings: 4x M3x20mm Studs 
 

URES O TH MFDU 0-2,  B . 

dots on super-bright blue). 

LED Colour 
Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

 
eatures Override hall lantern arrow 

s 
changes and hall lantern arrows) 

witch hanges 
esignations 

 

lectrical : 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
see data sheet) 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFDU502V/0311 

2.1.3a 

 
 
 

NOTE: THIS UNIT HAS IDENTICAL FEAT  T E 5 UT HAS A NARROWER FOOTPRINT
 

Description Single colour dot matrix LEDdisplay:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots (3mm 

 
Standard:  Red or Green 

 
 
S 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Double character position  
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Scrolling running arrow inserted between roll-over floor c
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 

 
E
D

 Continuous power supply

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line version – SMDU50-2 (16mm deep – 
 

L
 
 
 
 
 
 
CO
 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-3H 

 
Faceplate Cut-Out: 60(h) x 124(w) mm  Fixings: 4x M3x20mm Studs 

Description Single colour LED dot matrix display:7 rows, 15 columns, 50mm high, 114mm wide, 5mm dots (3mm 
dots super-bright blue LEDs). 

LED Colour 
 Optional:   Bright Amber, Blue (standard & super-bright) or White 

tandar  Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

        
eatures Override hall lantern arrow 

s 
changes or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 220mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
 see data sheet) 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

PYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU503H/0311 

   
 
 

 
Standard:  Red or Green 

 
 
S d 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Simultaneous double character position and running arrow 
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 

 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line version – SMDU50-3H (16mm deep –
 
 

 
 
 
 
 
 
 
 
 
 
CO
 
 

2.1.4 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-3H 

 
Faceplate Cut-Out: 60(h) x 124(w) mm  Fixings: 4x M3x20mm Studs 

Description Single colour LED dot matrix display:7 rows, 15 columns, 50mm high, 114mm wide, 5mm dots (3mm 
dots super-bright blue LEDs). 

LED Colour 
 Optional:   Bright Amber, Blue (standard & super-bright) or White 

tandar  Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

        
eatures Override hall lantern arrow 

s 
changes or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 220mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
 see data sheet) 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

PYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU503H/0311 

   
 
 

 
Standard:  Red or Green 

 
 
S d 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Simultaneous double character position and running arrow 
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 

 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line version – SMDU50-3H (16mm deep –
 
 

 
 
 
 
 
 
 
 
 
 
CO
 
 

2.1.4 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-3N 

Faceplate Cut-Out: 60(h) x 116(w) mm     Fixings: 4x M3x20mm Studs 
 
 
NOTE: THIS UNIT HAS IDENTICAL FEATURES TO THE MFDU50-3H, BUT HAS A NARROWER FOOTPRINT 
 
 

Description Single colour LED dot matrix display:7 rows, 15 columns, 50mm high, 114mm wide, 5mm dots (3mm 
dots super-bright blue LEDs). 

 
LED Colour Standard:  Red or Green 
  Optional:   Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Simultaneous double character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 220mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
  Slim-Line version – SMDU50-3H (16mm deep – see data sheet) 
 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
COPYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU503N/0311 
 
 

2.1.4a 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-3V 

 
Faceplate Cut-Out: 124(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
 

Description Single colour LED dot matrix display:15 rows, 7 columns, 116mm high, 50mm wide, 5mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor 0 to 19,  A to Z,  -1 to –8 
Library  
 
Standard        Simultaneous double character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 220mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Slim-Line version – SMDU50-3V (16mm deep – see data sheet) 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
 

 
COPYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFDU503V/0311 

2.1.5 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-7H 

Faceplate Cut-Out: 60(h) x 277(w) mm     Fixings: 4x M3x20mm Studs 
 

Description Single colour LED dot matrix display:7 rows, 35 columns, 50mm high, 265mm wide, 5mm dots  
 

Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

        
eatures Override hall lantern arrow and horizontally scrolling NEXT UP/ NEXT DOWN 

changes or running arrow) 

witch 
esignations 

 

lectrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 260mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 

 
 

HIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU507H/0311 

 
 

 
 

LED Colour Standard:  Red or Green 
 
 
S 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Simultaneous double character position and running arrow 
F
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D
 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Real-time clock 
 

 
 
 
 
T
L

 
 
 
 
 
 
 
 
 
 
 
 
CO
 
 

2.1.6 



Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU45-1 

Faceplate Cut-Out: 55(h) x 40(w) mm     Fixings: 4x M3x30mm Studs 
 

Description Single colour LED dot matrix display:10 rows, 7 columns, 44mm high, 30mm wide, 3mm dots  
 

Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary  

racter position  
eatures Override hall lantern arrow 

ges & running arrows) 

witch ver changes 

 
esignations 

lectrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
16mm deep - see data sheets) 

 
 

HIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU451/0311 

 

 

LED Colour Standard:  Red or Green 
 
 
S -1, 0 to 9 and A to Z 
L
 
Standard        Single cha
F
 Out of service symbol 
 Vertical scrolling (floor chan
  
S Scrolling running arrow inserted between floor roll-o
Selectable Hall lanterns only 
Features Scrolling running arrow overriding position 
 Hall lantern floor d
 Landing or car indicator function 
 Electronic chime volume 
 
E
D
 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line versions – SMDU45V or SMDU45H (

 
T
L

 
 
 
 
 
 
CO
 
 

2.2.1 



Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU45-1V 

Faceplate Cut-Out: 76(h) x 40(w) mm     Fixings: 4x M3x20mm Studs 
 
Description Single colour LED dot matrix display: three block, 15 rows, 7 columns, 66mm high, 30mm wide, 3mm 

dots. 
 
LED Colour Standard:  Red or Green 
  Optional:  Bright Amber, Blue or White 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library   

 
Standard Simultaneous single character position and running arrow 
Features Override hall lantern arrow (static, scrolling or flashing) 
  Out of service symbol 
  Vertical scrolling (floor changes or running arrows and hall lanterns) 
  Horizontal scrolling messages 
 
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:220mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers. 
 
Optional Items Electronic chime   
  Stainless steel faceplate & mild steel backbox 
  Slim-Line version – SMDU45-1V (16mm deep – see data sheet) 
 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 
 

COPYRIGHT 2003  STENTORGATE LTD           MFDU451V/0411 

2.2.2 



Dot Matrix Displays                                                                                                                                           4-Wire Network 

MFDU76-1 

Faceplate Cut-Out: 86(h) x 60(w) mm     Fixings: 4x M3x30mm Studs 
 
 

Description Single colour LED dot matrix display:10 rows, 7 columns, 76mm high, 50mm wide, 5mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Single character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling (floor changes & running arrows) 
  
Switch Scrolling running arrow inserted between floor roll-over changes 
Selectable Hall lanterns only 
Features Scrolling running arrow overriding position 
 Hall lantern floor designations 
 Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Slim-Line versions – SMDU76-1 (16mm deep - see data sheets) 

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU761/0311 
 
 

2.3.1 



Dot Matrix Displays                                                                                                                                           4-Wire Network 

2.3.2 

MFDU76-1V 

Faceplate Cut-Out: 124(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
Description Single colour LED dot matrix display: three block, 15 rows, 7 columns, 116mm high, 50mm wide, 

5mm dots. 
 
LED Colour Standard:  Red or Green 
  Optional:  Bright Amber, Blue or White 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library   

 
Standard Simultaneous single character position and running arrow 
Features Override hall lantern arrow (static, scrolling or flashing) 
  Out of service symbol 
  Vertical scrolling floor changes or running arrows and hall lanterns 
  Vertical scrolling messages 
 
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:220mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers. 
 
Optional Items Electronic chime   
  Stainless steel faceplate & mild steel backbox 
  Slim-Line version – SMDU76-1V (16mm deep – see data sheet) 
 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 
 

 

COPYRIGHT 2003  STENTORGATE LTD           MFDU761V/0411 



Standard Dot Matrix Displays                                              4-Wire Network 
 

 MFDU76-3H 

Faceplate Cut-Out: 76(h) x 167(w) mm   Fixing: 4x M3x30mm Studs 
 
 
Description  Single colour LED dot matrix display: six block, 10 rows, 21 columns, 
   76mm high, 167mm wide, 5mm dots. 
 
LED Colour  Standard: Red or Green 
   Optional: Bright Amber 
 
Standard Floor  0 to 31,  A to Z,   -1 to -8,  B1 to B8 
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous double character position and running arrow 
   Override hall lantern arrow (static, scrolling or flashing) 
   Out of service symbol 
   Vertical scrolling (floor changes or running arrows and hall lanterns) 
   Horizontal scrolling messages 
   Choice of LED colour: Red, Green or Amber 
 
Switch   Vertical scrolling running arrow or floor change  
Selectable  Hall lantern floor designation 
Features  Landing or car indicator function 
   Electronic chime volume 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power consumption:230mA @ 12vdc 
 
General   Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & 

fixing spacers. 
 
Optional Items  Electronic chime   
   Stainless steel faceplate & mild steel backbox 
 

 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 
 

 

 

 

COPYRIGHT 2001  STENTORGATE LTD           MFDU763H/1001 
2.3.5 



Standard Dot Matrix Displays                                                                                                                              4-Wire Network 

MFDU100-1V 

Faceplate Cut-Out: 167(h) x 76(w) mm     Fixings: 4x M3x30mm Studs 
 

Description Single colour dot matrix display:21 rows, 10 columns, 167mm high, 76mm wide, 5mm dots. 
 
LED Colour Standard: Red or Green 
 Optional: Bright Amber 
 
Standard Floor 0 to 9,  A to Z 
Library  
 
Standard        Simultaneous single character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 230mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
 

 
COPYRIGHT 2001  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFDU1001V/1001 

2.4.1 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

MFDU50-6 

Faceplate Cut-Out: 110(h) x 124(w) mm     Fixings: 4x M3x25mm Studs 
 

Description Single colour LED dot matrix display:14 rows, 15 columns, 100mm high, 114mm wide, 5mm dots  
 
LED Colour Standard: Red or Green 
 Optional: Bright Amber, Blue or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Double character position – standard: 76mm high font 
Features Override hall lantern arrow  – 100mm high 
 Out of service symbol 
 Horizontal scrolling messages – 50mm high font 
 Vertical scrolling floor changes 
 Static or flashing hall arrows 
  
Switch Vertical scrolling running arrow inserted between floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 350mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing   

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  3-D lens and side-arrow option – LENS506b (see data sheet) 
   
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
COPYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFDU506/0311 
 
 

2.5.2 



Dot Matrix Displays                                                                                                                                            4-Wire Network 

LENS506b 
(3-D Lens & Side Arrow Option for MFDU50-6) 

 
Faceplate Cut-Out: 121(h) x 153(w) mm     Fixings: 4x M3x10mm Studs 
 
 

Description This option is designed for use with the MFDU50-6 dot matrix display unit. 
  
 The box lens and side arrows convert the MFDU50-6 display into three dimensional display unit, 

enhancing appearance and giving full 180 degrees viewing angle. It is ideally suited to large lobby 
areas where aesethics and visibility are important. 

 
 The side arrows consist of two 30mm dot matrix displays mounted perpendicularly to two sides of the 

main display area; these displays usually have the same LED colour as the main display area. The 
arrows are usually operated in conjunction with a large hall lantern arrow shown on the main display 
area, which indicates the intended direction of travel. The arrows can either flash or remain static. 

 
 The box lens is constructed from dark grey plastic; providing a good contrast ratio for the LEDs and no 

visibility to internal circuit elements under normal lighting conditions. The box section protrudes 
through a faceplate cut-out and the flange is used for fixing the lens and indicator to the faceplate. 

 
  
Features All features are as highlighted for the MFDU50-6 display unit.  
 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 390mA @12vdc 
 
 
Optional Items Stainless steel faceplates: dished design for surface mounting or flush design for recessed backbox. 
 
 

THIS OPTION MUST BE ORDERED IN CONJUNCTION WITH A MFDU50-6 DISPLAY UNIT 
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2.5.3 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-1 

Faceplate Cut-Out: 60(h) x 48(w) mm     Fixings: 4x M3x30mm Studs 
 

Description Three colour LED dot matrix display:7 rows, 5 columns, 50mm high, 38mm wide, 5mm dots  
 

or 
ibrary  

 LEDs can be any one of three colours: RED, GREEN or AMBER 
eatures  Single character position (AMBER) 

witch ver changes 

 
esignations 

lectrical : 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 150mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFCU501/0311 

 

 

Standard Flo -1, 0 to 9 and A to Z 
L
 
Standard        Individual
F
 Override hall lantern arrow (RED for down, GREEN for up) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes & running arrows) 
  
S Scrolling running arrow inserted between floor roll-o
Selectable Hall lanterns only 
Features Scrolling running arrow overriding position 
 Hall lantern floor d
 Landing or car indicator function 
 Electronic chime volume 
 
E
D

 Continuous power supply

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
   

L
 
 
 
 
 
 
CO
 
 

4.0.1 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-2A 

 
 

Faceplate Cut-Out: 60(h) x 86(w) mm                  Fixings: 4x M3x30mm Studs 
 
 

Description Three colour LED dot matrix display: two blocks, 7 rows, 10 columns, 50mm high, 76mm wide, 5mm 
dots. 

 
Standard Floor 0 to 9 and A to Z 
Library  
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Simultaneous single character position (AMBER) and running arrow (down RED and up GREEN) 
 Override hall lantern arrows (down RED and up GREEN) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes or running arrows and hall lantern arrows) 
 Horizontal scrolling messages (AMBER) 
  
Switch Vertical scrolling running arrow or floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  3-D lens and side arrow option – LENS502 (see data sheet) 
  Stainless steel faceplate & mild steel backbox 
  Narrower version – MFCU50-AN 
 
 

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.2 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-2AN 

Faceplate Cut-Out: 60(h) x 86(w) mm                 Fixings: 4x M3x30mm Studs 
 
 

NOTE: THIS UNIT HAS IDENTICAL FEATURES TO THE MFCU50-2A, BUT HAS A NARROWER FOOTPRINT 
 
 

Description Three colour LED dot matrix display: two blocks, 7 rows, 10 columns, 50mm high, 76mm wide, 5mm 
dots. 

 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Simultaneous single character position (AMBER) and running arrow (down RED and up GREEN) 
 Override hall lantern arrows (down RED and up GREEN) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes or running arrows and hall lantern arrows) 
 Horizontal scrolling messages (AMBER) 
  
Switch Vertical scrolling running arrow or floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  3-D lens and side arrow option – LENS502N (see data sheet) 
  Stainless steel faceplate & mild steel backbox 
 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.2a 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-2AV 

 
Faceplate Cut-Out: 60(h) x 86(w) mm                  Fixings: 4x M3x30mm Studs 
 

NOTE: THIS UNIT HAS IDENTICAL FEATURES TO THE MFCU50-2A, BUT HAS A NARROWER FOOTPRINT 
 
 
Description Three colour LED dot matrix display: two blocks, 7 rows, 10 columns, 50mm high, 76mm wide, 5mm 

dots. 
 
Standard Floor 0 to 9 and A to Z 
Library  
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Simultaneous single character position (AMBER) and running arrow (down RED and up GREEN) 
 Override hall lantern arrows (down RED and up GREEN) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes or running arrows and hall lantern arrows) 
 Horizontal scrolling messages (AMBER) 
  
Switch Vertical scrolling running arrow or floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  3-D lens and side arrow option – LENS502V (see data sheet) 
  Stainless steel faceplate & mild steel backbox 
   

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.2b 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-2 

Faceplate Cut-Out: 60(h) x 86(w) mm      Fixings: 4x M3 X 30mm studs 
 
 

Description Three colour LED dot matrix display: two blocks, 7 rows, 10 columns, 50mm high, 76mm wide, 5mm 
dots. 

 
Standard Floor 0 to 31, A to Z, -1 to –8, B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Double character position (AMBER) 
 Override hall lantern arrows (down RED and up GREEN) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes and hall lantern arrows) 
 Horizontal scrolling messages (AMBER) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  3-D lens and side arrow option – LENS502 (see data sheet) 
  Stainless steel faceplate & mild steel backbox 
  Narrower version – MFCU50-2N 
 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.3 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-2N 

Faceplate Cut-Out: 60(h) x 86(w) mm                 Fixings: 4x M3x30mm Studs 
 
 

NOTE: THIS UNIT HAS IDENTICAL FEATURES TO THE MFCU50-2, BUT HAS A NARROWER FOOTPRINT 
 
 

Description Three colour LED dot matrix display: two blocks, 7 rows, 10 columns, 50mm high, 76mm wide, 5mm 
dots. 

 
Standard Floor  0 to 31, A to Z, -1 to –8, B1 TO B8 
Library  LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Double character position (AMBER) 
 Override hall lantern arrows (down RED and up GREEN) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes) 
 Horizontal scrolling messages (AMBER) 
  
Switch Vertical scrolling floor changes, with or without scrolling running arrow between changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  3-D lens and side arrow option – LENS502N (see data sheet) 
  Stainless steel faceplate & mild steel backbox 
 
 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.3a 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-2V 

 
Faceplate Cut-Out: 60(h) x 86(w) mm      Fixings: 4x M3 X 30mm studs 
 
 
NOTE: THIS UNIT HAS IDENTICAL FEATURES TO THE MFCU50-2, BUT HAS A NARROWER FOOTPRINT 
 
 

Description Three colour LED dot matrix display: two blocks, 7 rows, 10 columns, 50mm high, 76mm wide, 5mm 
dots. 

 
Standard Floor 0 to 31, A to Z, -1 to –8, B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Double character position (AMBER) 
 Override hall lantern arrows (down RED and up GREEN) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes and hall lantern arrows) 
 Horizontal scrolling messages (AMBER) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  3-D lens and side arrow option – LENS502V (see data sheet) 
  Stainless steel faceplate & mild steel backbox 
   

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.3b 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-3H 

 
Faceplate Cut-Out: 60(h) x 124(w) mm  Fixings: 4x M3x20mm Studs 

Description Three colour LED dot matrix display:7 rows, 15 columns, 50mm high, 114mm wide, 5mm dots  
 

or 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

        EN or AMBER 
eatures  Simultaneous double character position (AMBER) and running arrow (RED for down and GREEN for up) 

s or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 230mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

PYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFCU503H/0311 

   
 
 

Standard Flo 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Individual LEDs can be any one of three colours: RED, GRE
F
 Override hall lantern arrow (RED for down, GREEN for up) 
 Out of service symbol (RED) 
 Horizontal scrolling messages (AMBER) 
 Vertical scrolling (floor change
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
   
 
 
 

 
 
 
 
 
 
 
 
 
 
CO
 
 

4.0.4 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-3V 

 
Faceplate Cut-Out: 124(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
 

Description Three colour LED dot matrix display:15 rows, 7 columns, 116mm high, 50mm wide, 5mm dots  
 
Standard Floor 0 to 19,  A to Z,  -1 to –8 
Library  
 
Standard        Individual LEDs can be one of three colours: RED, GREEN or AMBER 
Features  Simultaneous double character position (AMBER) and running arrow (RED for down, GREEN for up) 
 Override hall lantern arrow (RED for down, GREEN for up) 
 Out of service symbol (RED) 
 Vertical scrolling messages (AMBER) 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 230mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
   
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.5 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-7H 

 
Faceplate Cut-Out: 60(h) x 277(w) mm     Fixings: 4x M3x30mm Studs 
 
 
 

Description Three colour LED dot matrix display: seven blocks, 7 rows, 35 columns, 50mm high, 265mm wide, 
5mm dots. 

 
Standard Floor 0 to 31, A to Z, -1 to –8, B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Simultaneous position (AMBER), up to five characters, and running arrows (down RED and up GREEN) 
 Override hall lantern arrows (down RED and up GREEN)and scrolling NEXT UP or NEXT DOWN 
 Vertical scrolling (floor changes or running arrows and hall lantern arrows) 
 Horizontal scrolling messages (AMBER) 
  
Switch Vertical scrolling running arrow or floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 375mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
 
 
 
 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.0.6 



Three Colour Dot Matrix Displays                                                                                                                        4-Wire Network 

MFCU76-1 

Faceplate Cut-Out: 86(h) x 60(w) mm     Fixings: 4x M3x30mm Studs 
 
 

Description Three colour LED dot matrix display:10 rows, 7 columns, 76mm high, 50mm wide, 5mm dots  
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Individual LEDs can be one of three colours: RED, GREEN or AMBER 
Features  Single character position (AMBER) 
 Override hall lantern arrow (RED for down, GREEN for up) 
 Out of service symbol (RED) 
 Vertical scrolling floor changes & running arrows 
  
Switch Scrolling running arrow inserted between floor roll-over changes 
Selectable Hall lanterns only 
Features Scrolling running arrow overriding position 
 Hall lantern floor designations 
 Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
   

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.1.1 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU76-1V 

Faceplate Cut-Out: 124(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
Description Three colour LED dot matrix display: three block, 15 rows, 7 columns, 116mm high, 50mm wide, 

5mm dots. 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library   

 
Standard Individual LEDs can be one of three colours: RED, GREEN or AMBER 
Features Simultaneous single character position (AMBER) and running arrow (RED for down, GREEN for up) 
  Override hall lantern arrow (static, scrolling or flashing) (RED for down, GREEN for up) 
  Out of service symbol (RED) 
  Vertical scrolling floor changes or running arrows and hall lanterns 
  Vertical scrolling messages (AMBER) 
 
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:220mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers. 
 
Optional Items Electronic chime   
  Stainless steel faceplate & mild steel backbox 
   
 
 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 
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4.1.2 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-4 

 
Faceplate Cut-Out: 110(h) x 86(w) mm     Fixings: 4x M3x25mm Studs 
 

Description Three colour LED dot matrix display: four blocks, 14 rows, 10 columns, 100mm high, 74mm wide, 
5mm dots. 

 
Standard Floor 0 to 9 and A to Z 
Library  
 
Standard Individual LEDs can be any one of three colours: RED, GREEN or AMBER  
Features Single character position (AMBER) 
 Override hall lantern arrows (down RED and up GREEN) 
 Out of service symbol (RED) 
 Vertical scrolling (floor changes and hall lantern arrows) 
 Horizontal scrolling messages (AMBER) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 270mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  3-D lens and side arrow option – LENS504 (see data sheet) 
  Stainless steel faceplate & mild steel backbox 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.2.1 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

MFCU50-6 

Faceplate Cut-Out: 110(h) x 124(w) mm     Fixings: 4x M3x25mm Studs 
 

Description Three colour LED dot matrix display:14 rows, 15 columns, 100mm high, 114mm wide, 5mm dots  
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Individual LEDs can be any one of three colours: RED, GREEN or AMBER 
Features  Double character position (AMBER) – standard: 76mm high font 
 Override hall lantern arrow (RED for down, GREEN for up) – 100mm high 
 Out of service symbol (RED) 
 Horizontal scrolling messages (AMBER) – 50mm high font 
 Vertical scrolling floor changes 
 Static or flashing hall arrows 
  
Switch Vertical scrolling running arrow inserted between floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 350mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing   

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  3-D lens and side-arrow option – LENS506 (see data sheet) 
   

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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4.1.3 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

LENS761 
(3-D Lens & Side Arrow Option for MFCU76-1) 

 
Faceplate Cut-Out: 90(h) x 90(w) mm     Fixings: 4x M3x10mm Studs 
 
 

Description This option is designed for use with the MFCU76-1 three colour dot matrix display unit. 
  
 The box lens and side arrows convert the MFCU76-1 display into three dimensional display unit, 

enhancing appearance and giving full 180 degrees viewing angle; it is ideally suited to large lobby 
areas where aesethics and visibility are important. 

 
 The side arrows consist of two dot matrix arrows mounted perpendicularly to two sides of the main 

display area; red LEDs for the down arrow and green for the up arrow. The arrows are usually operated 
in conjunction with a large hall lantern arrow shown on the main display area, which indicates the 
intended direction of travel. The arrows can either flash or remain static. 

 
 The box lens is constructed from dark grey plastic; providing a good contrast ratio for the LEDs and no 

visibility to internal circuit elements under normal lighting conditions. The box section protrudes 
through a faceplate cut-out and the flange is used for fixing the lens and indicator to the faceplate. 

 
  
Features All features are as highlighted for the MFCU76-1 display unit.  
 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 230mA @12vdc 
 
 
Optional Items Stainless steel faceplates: dished design for surface mounting or flush design for recessed backbox. 
 
 
 
 

THIS OPTION MUST BE ORDERED IN CONJUNCTION WITH A MFCU76-1 DISPLAY UNIT 
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4.3.1 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

LENS502 
(3-D Lens & Side Arrow Option for MFCU50-2 & MFCU50-2A) 

 
Faceplate Cut-Out: 90(h) x 108(w) mm     Fixings: 4x M3x10mm Studs 
 

Description This option is designed for use with the MFCU50-2 and MFCU50-2A, three colour dot matrix display 
units. 

  
 The box lens and side arrows convert the MFCU50-2 and MFCU50-2A displays into three dimensional 

display units, enhancing appearance and giving full 180 degrees viewing angle; it is ideally suited to 
large lobby areas where aesethics and visibility are important. 

 
 The side arrows consist of two dot matrix arrows mounted perpendicularly to two sides of the main 

display area; red LEDs for the down arrow and green for the up arrow. The arrows are usually operated 
in conjunction with a large hall lantern arrow shown on the main display area, which indicates the 
intended direction of travel. The arrows can either flash or remain static. 

 
 The box lens is constructed from dark grey plastic; providing a good contrast ratio for the LEDs and no 

visibility to internal circuit elements under normal lighting conditions. The box section protrudes 
through a faceplate cut-out and the flange is used for fixing the lens and indicator to the faceplate. 

 
  
Features All features are as highlighted for the MFCU50-2 and MFCU50-2A display units.  
 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 230mA @12vdc 
 
 
Optional Items Stainless steel faceplates: dished design for surface mounting or flush design for recessed backbox. 
 
 
 

THIS OPTION MUST BE ORDERED IN CONJUNCTION WITH A MFCU50-2 OR MFCU50-2A DISPLAY UNIT 
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4.3.2 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

LENS502N 
(3-D Lens & Side Arrow Option for MFCU50-2N & MFCU50-2AN) 

 

 
Faceplate Cut-Out: 69(h) x 108(w) mm     Fixings: 4x M3x10mm Studs 
 
 

Description This option is designed for use with the MFCU50-2N and MFCU50-2AN, three colour dot matrix 
display units. 

  
 The box lens and side arrows convert the MFCU50-2N and MFCU50-2AN displays into three 

dimensional display units, enhancing appearance and giving full 180 degrees viewing angle; it is ideally 
suited to large lobby areas where aesethics and visibility are important. 

 
 The side arrows consist of two dot matrix arrows mounted perpendicularly to two sides of the main 

display area; red LEDs for the down arrow and green for the up arrow. The arrows are usually operated 
in conjunction with a large hall lantern arrow shown on the main display area, which indicates the 
intended direction of travel. The arrows can either flash or remain static. 

 
 The box lens is constructed from dark grey plastic; providing a good contrast ratio for the LEDs and no 

visibility to internal circuit elements under normal lighting conditions. The box section protrudes 
through a faceplate cut-out and the flange is used for fixing the lens and indicator to the faceplate. 

 
  
Features All features are as highlighted for the MFCU50-2N and MFCU50-2AN display units.  
 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 230mA @12vdc 
 
 
Optional Items Stainless steel faceplates: dished design for surface mounting or flush design for recessed backbox. 
 
 
 
 

THIS OPTION MUST BE ORDERED IN CONJUNCTION WITH A MFCU50-2N OR MFCU50-2AN DISPLAY UNIT 
 
 
 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2004  STENTORGATE LTD                                                                                                                                                                                                                                                                                                    MFCU502NBOX/0504 

 
4.3.2a 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

LENS503 
(3-D Lens & Side Arrow Option for MFCU50-3) 

 
 
Faceplate Cut-Out: 69(h) x 146(w) mm     Fixings: 4x M3x10mm Studs 
 
 
 

Description This option is designed for use with the MFCU50-3 three colour dot matrix display unit. 
  
 The box lens and side arrows convert the MFCU50-3 display into three dimensional display unit, 

enhancing appearance and giving full 180 degrees viewing angle; it is ideally suited to large lobby 
areas where aesethics and visibility are important. 

 
 The side arrows consist of two dot matrix arrows mounted perpendicularly to two sides of the main 

display area; red LEDs for the down arrow and green for the up arrow. The arrows are usually operated 
in conjunction with a large hall lantern arrow shown on the main display area, which indicates the 
intended direction of travel. The arrows can either flash or remain static. 

 
 The box lens is constructed from dark grey plastic; providing a good contrast ratio for the LEDs and no 

visibility to internal circuit elements under normal lighting conditions. The box section protrudes 
through a faceplate cut-out and the flange is used for fixing the lens and indicator to the faceplate. 

 
  
Features All features are as highlighted for the MFCU50-3 display unit.  
 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 290mA @12vdc 
 
 
Optional Items Stainless steel faceplates: dished design for surface mounting or flush design for recessed backbox. 
 
 
 
 

THIS OPTION MUST BE ORDERED IN CONJUNCTION WITH A MFCU50-3 DISPLAY UNIT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2004  STENTORGATE LTD                                                                                                                                                                                                                                                                                                    MFCU503BOX/0504 

 
4.3.4 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

LENS504 
(3-D Lens & Side Arrow Option for MFCU50-4) 

 
Faceplate Cut-Out: 121(h) x 108(w) mm     Fixings: 4x M3x10mm Studs 
 
 

Description This option is designed for use with the MFCU50-4 three colour dot matrix display unit. 
  
 The box lens and side arrows convert the MFCU50-4 display into three dimensional display unit, 

enhancing appearance and giving full 180 degrees viewing angle. It is ideally suited to large lobby 
areas where aesethics and visibility are important. 

 
 The side arrows consist of two dot matrix arrows mounted perpendicularly to two sides of the main 

display area; red LEDs for the down arrow and green for the up arrow. The arrows are usually operated 
in conjunction with a large hall lantern arrow shown on the main display area, which indicates the 
intended direction of travel. The arrows can either flash or remain static. 

 
 The box lens is constructed from dark grey plastic; providing a good contrast ratio for the LEDs and no 

visibility to internal circuit elements under normal lighting conditions. The box section protrudes 
through a faceplate cut-out and the flange is used for fixing the lens and indicator to the faceplate. 

 
  
Features All features are as highlighted for the MFCU50-4 display unit.  
 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 390mA @12vdc 
 
 
Optional Items Stainless steel faceplates: dished design for surface mounting or flush design for recessed backbox. 
 
 
 

THIS OPTION MUST BE ORDERED IN CONJUNCTION WITH A MFCU50-4 DISPLAY UNIT 
 
 
 
 
 
 
 
 
COPYRIGHT 2004  STENTORGATE LTD                                                                                                                                                                                                                                                                                                    MFCU504BOX/0504 

 
4.4.2 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

LENS506 
(3-D Lens & Side Arrow Option for MFCU50-6) 

 
Faceplate Cut-Out: 121(h) x 147(w) mm     Fixings: 4x M3x10mm Studs 
 
 

Description This option is designed for use with the MFCU50-6 three colour dot matrix display unit. 
  
 The box lens and side arrows convert the MFCU50-6 display into three dimensional display unit, 

enhancing appearance and giving full 180 degrees viewing angle. It is ideally suited to large lobby 
areas where aesethics and visibility are important. 

 
 The side arrows consist of two dot matrix arrows mounted perpendicularly to two sides of the main 

display area; red LEDs for the down arrow and green for the up arrow. The arrows are usually operated 
in conjunction with a large hall lantern arrow shown on the main display area, which indicates the 
intended direction of travel. The arrows can either flash or remain static. 

 
 The box lens is constructed from dark grey plastic; providing a good contrast ratio for the LEDs and no 

visibility to internal circuit elements under normal lighting conditions. The box section protrudes 
through a faceplate cut-out and the flange is used for fixing the lens and indicator to the faceplate. 

 
  
Features All features are as highlighted for the MFCU50-6 display unit.  
 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 390mA @12vdc 
 
 
Optional Items Stainless steel faceplates: dished design for surface mounting or flush design for recessed backbox. 
 
 
 

THIS OPTION MUST BE ORDERED IN CONJUNCTION WITH A MFCU50-6 DISPLAY UNIT 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2004  STENTORGATE LTD                                                                                                                                                                                                                                                                                                    MFCU506BOX/0504 

 
4.4.3 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

DA50-RG 

 
Faceplate Cut-Out: 60(h) x 48(w) mm     Fixings: 4x M3x30mm Studs 
 
 

THIS PART IS PRIMARILY INTENDED AS A HALL LANTERN UNIT, DESIGNED TO SHOW A LIFT’S NEXT 
DEPARTURE DIRECTION AS A RED DOWN ARROW OR GREEN UP ARROW, BUT WITH THE ADDED 
FEATURES OF: SCROLLING RUNNING ARROWS AND AN ‘OUT OF SERVICE’ SYMBOL. 
 
 
Description Three colour LED dot matrix display:7 rows, 5 columns, 50mm high, 38mm wide, 5mm dots  
  
Standard        Individual LEDs can be any one of three colours: RED, GREEN or AMBER 
Features  Hall lantern arrow (RED for down, GREEN for up) 
  Scrolling running arrow (RED for down, GREEN for up) 
 Out of service symbol (RED) 
   
Switch Hall lantern and scrolling running arrows  
Selectable Hall lanterns only 
Features Hall lantern floor designations 
 Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 150mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
   

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  DA50RG/0311 
 
 

4.5.1 



High Resolution Dot Matrix Displays                                                                                                                     4-Wire Network 

MFHU40-1 

Faceplate Cut-Out: 50(h) x 50(w) mm     Fixings: 4x M3x35mm Studs 
 

Description Single colour LED dot matrix display:16 rows, 16 columns, 40mm high, 40mm wide, 1.8mm dots  
 

Optional:  Bright Amber 

tandard Floor 
ibrary  

racter position  
eatures Override hall lantern arrow 

ges & running arrows) 

witch ver changes 

 
esignations 

lectrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 270mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFHU401/0311 

 

LED Colour Standard:  Red or Green 
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6.0.1 



High Resolution Dot Matrix Displays                                                                                                                     4-Wire Network 

MFHU40-2AH 

Faceplate Cut-Out: 50(h) x 90(w) mm     Fixings: 4x M3x35mm Studs 
 
 
 

Description Single colour LED dot matrix display:16 rows, 32 columns, 40mm high, 80mm wide, 1.8mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Simultaneous single character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 420mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
   

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFHU402AH/0903 
 
 

6.0.2 



High Resolution Dot Matrix Displays                                                                                                                     4-Wire Network 

MFHU40-2AV 

Faceplate Cut-Out: 90(h) x 50(w) mm             Fixings: 4x M3x35mm Studs 
 

Description Single colour LED dot matrix display:32 rows, 16 columns, 80mm high, 40mm wide, 1.8mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Simultaneous single character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 420mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
   

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  MFHU402AV/0903 
 
 

6.0.3 



High Resolution Dot Matrix Displays                                                                                                                     4-Wire Network 

MFHU40-2H 

 
Faceplate Cut-Out: 50(h) x 90(w) mm             Fixings: 4x M3x35mm Studs 
 
 

Description Single colour dot matrix LEDdisplay:16 rows, 32 columns, 40mm high, 80mm wide, 1.8mm dots 
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Double character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes and hall lantern arrows) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 420mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 

 
 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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6.0.4 



High Resolution Dot Matrix Displays                                         4-Wire Network 

MFHU40-3H 
 

 
Faceplate Cut-Out: 50(h) x 128(w) mm    Fixings: 4x M3x25mm Studs 
 
 

Description Single colour LED dot matrix display: three blocks, 16 rows, 48 columns, 40mm high, 120mm 
wide, 1.8mm dots. 

 
LED Colour Standard:   Red or Green 
 Optional:   Amber 
 
Standard Floor 0 to 31, A to Z, -1 to –8, B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Simultaneous double character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling (floor changes or running arrows and hall lantern arrows) 
 Horizontal scrolling messages 
  
Switch Vertical scrolling running arrows or floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 570mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Angled stainless steel surface mount enclosure 
 
 
 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR 
EACH LIFT 

 
 
 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2000  STENTORGATE            MFHU403H/2501 
 

6.0.5 



High Resolution Dot Matrix Displays                                                                                                                     4-Wire Network 

MFHU40-7H 
 

 
Faceplate Cut-Out: 50(h) x 290(w) mm                     Fixings: 4x M3x25mm Studs 
 
 
 
 
Description  Single colour LED dot matrix display: seven block, 16 rows, 112 columns, 
   40mm high, 280mm wide, 1.8mm dots. 
 
LED Colour  Standard: Red or Green 
   Optional: Bright Amber 
 
Standard Floor  0 to 31,  A to Z,   -1 to -8,  B1 to B8 
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous double character position and two running arrows 
   Override hall lantern arrow  and horizontally scrolling NEXT CAR UP/DOWN 
   Vertical scrolling (floor changes or running arrows)  
   Horizontal scrolling messages 
   Large (40mm) or small (17mm) font sizes 
   Single or double lines of text 
    
Switch Selectable n/a 
Features 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power consumption:850mA @ 12vdc 
 
General   Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & 

fixing spacers. 
 
Optional Items  Electronic chime  

Stainless steel faceplate & mild steel backbox 
 
 
 
 
 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFHU407H/0311 
 

6.0.6 

R LEECH
Highlight



Starburst Displays                                                                                                                                              4-Wire Network 

MFSU57-1 

 

 
 
Faceplate Cut-Out: 68(h) x 50(w) mm     Fixings: 4x M3x25mm Studs 
 
Description  Single colour LED 16-segment (starburst) display: single block, 57mm high, 40mm wide, 

3.5mm wide segments. 
 
LED Colour  Standard:  Red or Green 
 
Standard Floor  0 to 9,  A to Z 
Library   
 
Standard Features Single character position 
    
Switch Selectable Hall lantern floor designation 
Features  Landing or car indicator function 
   Electronic chime volume 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power consumption:220mA @ 12vdc 
 
General   Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & 

fixing spacers. 
 
Optional Items  Electronic chime  
   Stainless steel faceplate & mild steel backbox 

 
 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFSU571/0311 
 

7.0.1 



Starburst Displays                                                                                                                                              4-Wire Network 

MFSU57-2 
 

 
Faceplate Cut-Out: 68(h) x 100(w) mm     Fixings: 4x M3x25mm Studs 
 
 
Description  Single colour LED 16-segment (starburst) display: two blocks, 57mm high, 90mm wide, 

3.5mm wide segments. 
 
LED Colour  Standard:  Red or Green 
 
Standard Floor  0 to 31,  A to Z, -1 to –8, B1 to B8 
Library   LB,UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position 
    
Switch Selectable Hall lantern floor designation 
Features  Landing or car indicator function 
   Electronic chime volume 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power consumption:330mA @ 12vdc 
 
General   Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & 

fixing spacers. 
 
Optional Items  Electronic chime  
   Stainless steel faceplate & mild steel backbox 

 
 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFSU572/0311 
 

7.0.2 



Starburst Displays                                                                                                                                              4-Wire Network 

MFSU57-1A 

 

 
 
Faceplate Cut-Out: 72(h) x 177(w) mm     Fixings: 4x M3x25mm Studs 
 
 
 
Description  Single colour LED 16-segment (starburst) display: single block, 57mm high, 40mm wide, 

3.5mm wide segments with arrows. 
 
LED Colour  Standard:  Red or Green 
   LED arrows: Red & Green 
 
Standard Floor  0 to 9,  A to Z 
Library   
 
Standard Features Single character position 
    
Switch Selectable Hall lantern floor designation 
Features  Landing or car indicator function 
   Electronic chime volume 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power consumption:260mA @ 12vdc 
 
General   Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & 

fixing spacers. 
 
Optional Items  Electronic chime  
   Stainless steel faceplate & mild steel backbox 

 
 
 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   MFSU571A/0311 
 

7.0.3 



Starburst Displays                                                                                                                                              4-Wire Network 

MFSU57-2A 

 

 
 

Faceplate Cut-Out: 72(h) x 177(w) mm     Fixings: 4x M3x25mm Studs 
 
 
 
Description  Single colour LED 16-segment (starburst) display: two blocks, 57mm high, 90mm wide, 

3.5mm wide segments with arrows. 
 
LED Colour  Standard:  Red or Green 
   LED arrows: red & green 
 
Standard Floor  0 to 31,  A to Z, -1 to –8, B1 to B8 
Library   LB,UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position 
    
Switch Selectable Hall lantern floor designation 
Features  Landing or car indicator function 
   Electronic chime volume 
 
Electrical Detail  Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
   Power consumption:370mA @ 12vdc 
 
General   Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & 

fixing spacers. 
 
Optional Items  Electronic chime  
   Stainless steel faceplate & mild steel backbox 

 
 
 
 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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7.0.4 



Full Colour TFT LCD Display Unit           4-Wire Network 

MFLCD35-2H 

 
Faceplate Cut-Out: 60(h) x 76(w) mm                              Fixings: 4x M3x30mm studs 
 
Description  Full colour TFT LCD display: 256,000 colours, 76(w) x 60(h) viewing area, 

320x240 pixel resolution, wide viewing angle: ~160 degrees (left to right), 
high brightness: 400cd/m2 Led backlight 

 

   Compact design; directly replaces MFDU50-2(A) dot matrix indicator.  
 
   Huge choice of background, floor character and message colour combinations 

along with variety of font designs.  
    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position   
   Override hall lantern arrows  
   No Entry symbol 
   Icons: Alarm Activated, Speak Now, Overload Indicator 
   Horizontal scrolling messages 
   Vertical scrolling  
 
Switch   Scrolling running arrow inserted between roll-over floor changes 
Selectable  Hall lantern floor designations 
Features  Landing or car indicator function 
   Electronic chime volume 
    
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail   Power supply consumption: 240mA @12vdc 
 
General   Unit supplied loose with a drilled & rebated Polycarbonate lens (5mm thick, 

clear) & fixing spacers 
 
Optional Items   Electronic chime  
    Stainless steel faceplate & mild steel backbox 
   Angled stainless steel surface mount enclosure 
  
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT   
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         MFLCD352H/0817 

8.0.0 



Full Colour TFT LCD Display Unit           4-Wire Network 

MFLCD35-2V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 76(h) x 60(w) mm                              Fixings: 4x M3x25mm studs 
 
Description  Full colour TFT LCD display: 256,000 colours, 60(w) x 76(h) viewing area, 

320x240 pixel resolution, wide viewing angle: ~160 degrees (left to right), 
high brightness: 400cd/m2 LED Backlight 

 

   Compact design; same fixings as MFDU50-2(A) dot matrix indicator.  
 
   Huge choice of background, floor character and message colour combinations 

along with variety of font designs.  
    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position (50mm character height) 
   Simultaneous running arrows 
   Override hall lantern arrows  
   No Entry symbol 
   Icons: Alarm Activated, Speak Now, Overload Indicator 
   Vertical scrolling floor changes & messages 
 
Switch   Hall lantern floor designations 
Selectable  Landing or car indicator function 
Features  Electronic chime volume    
    
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail   Power supply consumption: 240mA @12vdc 
 
General   Unit supplied loose with a drilled & rebated Polycarbonate lens (5mm thick, 

clear) & fixing spacers 
 
Optional Items   Electronic chime  
    Stainless steel faceplate & mild steel backbox 
   Stainless steel surface mount enclosures (angled or flat) 
  
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT 
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         MFLCD352V/0817 

8.0.1 



Full Colour TFT LCD Display Unit           4-Wire Network 

MFLCD57-2H 

 
Faceplate Cut-Out: 94h) x 124(w) mm                              Fixings: 4x M3x30mm studs 
 
Description  Full colour TFT LCD display: 256,000 colours, 115(w) x 86(h) viewing area, 

320x240 pixel resolution, wide viewing angle: ~160 degrees (left to right), 
high brightness: 600cd/m2 LED Backlight 

 

   Huge choice of background, floor character and message colour combinations 
along with variety of font designs.  

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position (80mm character height) 
   Simultaneous running arrow 
   Override hall lantern arrows  
   No Entry symbol 
   Icons: Alarm activated, Speak Now, Overload indicator 
   Horizontal scrolling messages 
                                Vertical scrolling (floor changes)     
 
Switch   Hall lantern floor designations 
Selectable  Landing or car indicator function 
Features  Electronic chime volume 
       
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail   Power supply consumption: 240mA @12vdc 
 
General   Unit supplied loose with a drilled & rebated Polycarbonate lens (5mm thick, 

clear) & fixing spacers 
 
Optional Items   Electronic chime  
    Stainless steel faceplate & mild steel backbox 
   Stainless steel surface mount enclosures (angled or flat) 
  
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT 
  
Please Note: All specifications are subject to change without prior notice 
   
 
COPYRIGHT 2017  STENTORGATE LTD         MFLCD572H/1717 

8.1.0 



Full Colour TFT LCD Display Unit           4-Wire Network 

MFLCD57-2V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 124(h) x 94(w) mm             Fixings: 4x M3x30mm studs 
 
Description  Full colour TFT LCD display: 256,000 colours, 86(w) x 115(h) viewing area, 

320x240 pixel resolution, wide viewing angle: 140 degrees (left to right), high 
brightness: 600cd/m2 

 

   Huge choice of background, floor character and message colour combinations 
along with variety of font designs.  

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position (80mm high characters) 
   Override hall lantern arrows  
   No Entry symbol  
   Icons: Alarm Activated, Speak Now, Overload Indicator 
   Vertical scrolling messages 
                                 Vertical scrolling floor changes 
    
Switch   Hall lantern floor designations 
Selectable  Landing or car indicator function 
Features  Electronic chime volume    
    
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail   Power supply consumption: 240mA @12vdc 
 
General   Unit supplied loose with a drilled & rebated Polycarbonate lens (5mm thick, 

clear) & fixing spacers 
 
Optional Items   Electronic chime  
    Stainless steel faceplate & mild steel backbox 
   Stainless steel surface mount enclosures (angled or flat) 
  
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT 
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         MFLCD572V/0817 

8.1.1 



Full Colour TFT LCD Display Unit           4-Wire Network 

MFLCD57-3H 

Faceplate Cut-Out: 94h) x 124(w) mm                              Fixings: 4x M3x30mm studs 
 
Description  Full colour TFT LCD display: 256,000 colours, 115(w) x 86(h) viewing area, 

320x240 pixel resolution, wide viewing angle: ~160 degrees (left to right), 
high brightness: 600cd/m2 LED backlight 

 

   Huge choice of background, floor character and message colour combinations 
along with variety of font designs.  

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position (50mm character height) 
   Simultaneous running arrows    
   Override hall lantern arrows  
   No Entry symbol 
   Icons: Alarm Activated, Speak Now, Overload Indicator 
   Time & Date (clock option required on MFSP24 part) 
   Horizontal scrolling messages 
                                Vertical scrolling (floors) 
 
Switch   Hall lantern floor designations 
Selectable  Landing or car indicator function 
Features  Electronic chime volume    
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail   Power supply consumption: 240mA @12vdc 
 
General   Unit supplied loose with a drilled & rebated Polycarbonate lens (5mm thick, 

clear) & fixing spacers 
 
Optional Items   Electronic chime  
   Logo Incorporation into layout 
    Stainless steel faceplate & mild steel backbox 
   Stainless steel surface mount enclosures (angled or flat) 
 
  
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT 
   
Please Note: All specifications are subject to change without prior notice 
  
 
COPYRIGHT 2017  STENTORGATE LTD         MFLCD573H/0717 

8.1.2 



Full Colour TFT LCD Display Unit           4-Wire Network 

MFLCD57-3V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 124(h) x 94(w) mm             Fixings: 4x M3x30mm studs 
 
Description  Full colour TFT LCD display: 256,000 colours, 86(w) x 115(h) viewing area, 

320x240 pixel resolution, wide viewing angle: 140 degrees (left to right), high 
brightness: 600cd/m2 

 

   Huge choice of background, floor character and message colour combinations 
along with variety of font designs.  

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Double character position   
   Override hall lantern arrows  
   No Entry symbol  
   Icons: Alarm Activated, Speak Now, Overload Indicator 
   Vertical scrolling messages 
                                 Vertical scrolling (floor changes)  
   Time & Date (requires clock on driver board)  
 
Switch   Hall lantern floor designations 
Selectable  Landing or car indicator function 
Features  Electronic chime volume 
   Time/Date on/off 
    
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail   Power supply consumption: 240mA @12vdc 
 
General             Unit supplied loose with a drilled & rebated Polycarbonate lens (5mm thick, 

clear) & fixing spacers 
 
Optional Items   Electronic chime  
    Stainless steel faceplate & mild steel backbox 
   Stainless steel surface mount enclosure (angled or flat) 
  
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT 
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         MFLCD573V/0817 

8.1.3 



Full Colour TFT LCD Display Unit           4-Wire Network 

LG
6/6/14                         16:43

TFT-LCD070H 

Faceplate Cut-Out: 94(h) x 155(w) mm                            Fixings: 4x M3x10mm studs 
 
Description 7.0” Full colour TFT-LCD lift display and media screen: resolution 800(w) x 

480(h) pixels, viewing area 152(w) x 91(h), wide viewing angle >170 degrees 
(horizontally and vertically), LED backlight 70000 hours, high brightness 
450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.)  
   Building floor directories (text only) 
   Scrolling messages  
   Background graphics and slide shows 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:12W (500mA Quiescent @ 24vdc)  
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD070H/0617 

8.2.0 



Full Colour TFT LCD Display Unit           4-Wire Network 
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TFT-LCD070V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Faceplate Cut-Out: 155(h) x 94(w) mm                            Fixings: 4x M3x10mm studs 
 
Description 7.0” Full colour TFT-LCD lift display and media screen: resolution 480(w) x 

800(h) pixels, viewing area 91(w) x 152(h), wide viewing angle >170 degrees 
(horizontally and vertically), LED backlight 70000 hours, high brightness 
450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text only) 
   Scrolling messages  
   Wide variety of font and colour combinations 
   Background image and slide shows    
   Time and date 
   Screen saver 
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption: 12W (500mA Quiescent @ 24vdc)   
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD070V/0617 

8.1.1 



Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD070VN 
 
 
 
 
 
 
 
 
 
 
 
NOTE:  
This is a special 
order, narrow 
version of the 
standard TFT-
LCD070V 
 
 
 
 
 
 

Faceplate Cut-Out: 155(h) x 94(w) mm                            Fixings: 4x M3x10mm studs 
 
Description 7.0” Full colour TFT-LCD lift display and media screen: resolution 480(w) x 

800(h) pixels, viewing area 91(w) x 152(h), wide viewing angle >170 degrees 
(horizontally and vertically), LED backlight 70000 hours, high brightness 
450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text only) 
   Scrolling messages  
   Wide variety of font and colour combinations 
   Background image and slide shows    
   Time and date 
   Screen saver 
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:12W (500mA Quiescent @ 24vdc) 
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD070VN/0617 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD090H 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 119(h) x 197(w) mm                            Fixings: 4x M3x15mm studs 
 
Description 9.0” Full colour TFT-LCD lift display and media screen: resolution 800(w) x 

480(h) pixels, viewing area 195(w) x 117(h), wide viewing angle >170 
degrees (horizontally and vertically), LED backlight 70000 hours, high 
brightness 450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text only) 
   Scrolling messages  
   Background graphics and slide shows 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40W  
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD090H/1017 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD090V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 197(h) x 119(w) mm                            Fixings: 4x M3x15mm studs 
 
Description 9.0” Full colour TFT-LCD lift display and media screen: resolution 480(w) x 

800(h) pixels, viewing area 117(w) x 195(h), wide viewing angle >170 
degrees (horizontally and vertically), LED backlight 70000 hours, high 
brightness 450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text only)  
   Scrolling messages  
   Background graphics and slide shows 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40W  
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD090V/1017 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD090EXH 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 119(h) x 197(w) mm                            Fixings: 4x M3x15mm studs 
 
Description 9.0” Full colour TFT-LCD lift display and media screen: resolution 800(w) x 

480(h) pixels, viewing area 195(w) x 117(h), wide viewing angle >170 
degrees (horizontally and vertically), LED backlight 70000 hours, high 
brightness 450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text & image based)  
   Scrolling messages  
   Background graphics and slide shows 
   RSS news/information (requires internet connection) 
   Movie player 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40W  
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Wi-Fi communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD090EXH/1017 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD090EXV 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 197(h) x 119(w) mm                            Fixings: 4x M3x15mm studs 
 
Description 9.0” Full colour TFT-LCD lift display and media screen: resolution 480(w) x 

800(h) pixels, viewing area 117(w) x 195(h), wide viewing angle >170 
degrees (horizontally and vertically), LED backlight 70000 hours, high 
brightness 450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text & image based)  
   Scrolling messages  
   Background graphics and slide shows 
   RSS news/information (requires internet connection) 
   Movie player 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40W  
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Wi-Fi communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD090EXV/1017 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD104H 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 164(h) x 217(w) mm                            Fixings: 4x M4x15mm studs 
 
Description  10.4” Full colour TFT-LCD lift display and media screen: resolution 800(w) x 

600(h) pixels, viewing area 211(w) x 158(h), wide viewing angle (>170 
degrees horizontally & vertically), LED backlight 70000 hours, high brightness: 
450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text only)  
   Scrolling messages  
   Background graphics and slide shows 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40w  
 
General    Unit supplied in a metal enclosure. 
 
Optional Items  Modem communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
  
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD104H/1017 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD104V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 217(h) x 164(w) mm                            Fixings: 4x M4x15mm studs 
 
Description  10.4” Full colour TFT-LCD lift display and media screen: resolution 600(w) x 

800(h) pixels, viewing area 158(w) x 211(h), wide viewing angle (>170 
degrees horizontally & vertically), LED backlight 70000 hours, high brightness: 
450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text only)  
   Scrolling messages  
   Background graphics and slide shows 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40w  
 
General   Unit supplied in a metal enclosure. 
 
Optional Items  Modem communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
  
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD104V/1117 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD104EXH 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 164(h) x 217(w) mm                            Fixings: 4x M4x15mm studs 
 
Description  10.4” Full colour TFT-LCD lift display and media screen: resolution 800(w) x 

600(h) pixels, viewing area 211(w) x 158(h), wide viewing angle (>170 
degrees horizontally & vertically), LED backlight 70000 hours, high brightness: 
450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text & image based)  
   Scrolling messages  
   Background graphics and slide shows 
   RSS news/information (requires internet connection) 
   Movie player 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40w  
 
General   Unit supplied in a metal enclosure. 
 
Optional Items  Modem communication 
   Wi-Fi communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
  
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD104EXH/1017 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD104EXV 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Faceplate Cut-Out: 217(h) x 164(w) mm                            Fixings: 4x M4x15mm studs 
 
Description  10.4” Full colour TFT-LCD lift display and media screen: resolution 600(w) x 

800(h) pixels, viewing area 158(w) x 211(h), wide viewing angle (>170 
degrees horizontally & vertically), LED backlight 70000 hours, high brightness: 
450cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories (text & image based)  
   Scrolling messages  
   Background graphics and slide shows 
   RSS news/information (requires internet connection) 
   Movie player 
   Wide variety of font and colour combinations 
   Time and date  
   Screen saver  
   USB memory stick content updating 
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption:40w  
 
General   Unit supplied in a metal enclosure. 
 
Optional Items  Modem communication 
   Wi-Fi communication 
   Wired Ethernet communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
  
Please Note: All specifications are subject to change without prior notice 
 
COPYRIGHT 2017  STENTORGATE LTD         TFTLCD104EXV/1117 
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Full Colour TFT LCD Display Unit           4-Wire Network 

TFT-LCD150EXH 

Faceplate Cut-Out: 231(h) x 307(w) mm                            Fixings: 6x M3x30mm studs 
 
Description  15.0” Full colour TFT-LCD lift display and media screen: resolution 1024(w) x 

768(h) pixels, viewing area 307(w) x 231(h), wide viewing angle (>160 
degrees), LED backlight 70000 hours, high brightness: 400cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories 
   Scrolling messages  
   Background graphics and slide shows 
   RSS news/information, flash animation, movie player, internet browser function  
   Time and date 
   Screen saver  
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption: 40w  
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Bluetooth communication 
   LAN communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
COPYRIGHT 2011  STENTORGATE LTD         TFTLCD150H/1111 
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Full Colour TFT LCD Display Unit           4-Wire Network 

LG

14th May 2010 10:27

TFT-LCD150EXV 

Faceplate Cut-Out: 307(h) x 231(w) mm                            Fixings: 6x M3x30mm studs 
 
Description  15.0” Full colour TFT-LCD lift display and media screen: resolution 1024(w) x 

768(h) pixels, viewing area 231(w) x 307(h), wide viewing angle (>160 
degrees), LED backlight 70000 hours, high brightness: 400cd/m2 

    
Standard Floor  0 to 31, A to Z, -1 to -8, B1 to B8  
Library   LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Features Simultaneous floor position and running arrows 
   Onward direction indication 
   Lift status messages and icons (alarm, no entry symbols etc.) 
   Building floor directories 
   Scrolling messages  
   Background graphics and slide shows 
   RSS news/information, flash animation, movie player, internet browser function  
   Time and date 
   Screen saver  
 
Electrical Detail  Continuous power supply: 24vdc or 18vac 
   Power supply consumption: 40w  
 
General   Unit supplied in a metal enclosure with loose lens. 
 
Optional Items  Modem communication 
   Bluetooth communication 
   LAN communication 
   TFT Manager Software 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE 
ORDERED FOR EACH LIFT  
 
COPYRIGHT 2011  STENTORGATE LTD         TFTLCD150V/1111 
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Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU30-2AV 

Faceplate Cut-Out: 40(h) x 50(w) mm      Fixings: 4x M3x20mm Studs 
 

 

Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary  

us single character position and running arrow 
eatures Override hall lantern arrow 

s 
changes or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical : 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel surface mount enclosure 

 MFDU30-2A (63x63x40mm – see data sheets) 

T IS UNIT CONN  MUST BE ORDERED FOR EACH 
LIFT 

T 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  SMDU32AV/0311 

   

Description Single colour LED dot matrix display:7 rows, 10 columns, 30mm high, 44mm wide, 3mm dots  

LED Colour Standard:  Red or Green 
 
 
S -1, 0 to 9 and A to Z 
L
 
Standard        Simultaneo
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D

 Continuous power supply

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Compact version –
 
H ECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT

 
 
COPYRIGH
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Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

SMCU50-3H 
 

Faceplate Cut-Out: 60(h) x 124(w) mm     Fixings: 4x M3x20mm Studs 
 
 

Description Three colour LED dot matrix display:7 rows, 15 columns, 50mm high, 114mm wide, 5mm dots  
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Individual LEDs can be any one of three colours: RED, GREEN or AMBER 
Features  Simultaneous double character position (AMBER) and running arrow (RED for down and GREEN for up) 
 Override hall lantern arrow (RED for down, GREEN for up) 
 Out of service symbol (RED) 
 Horizontal scrolling messages (AMBER) 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 220mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing       

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Stainless steel surface mount enclosure 
  Compact version – MFCU50-3H (63x150x40mm – see data sheet) 
   
 
 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
 
 
 
 
COPYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                 SMFCU503H/0112 
 
 

11.1.1 



Three Colour Dot Matrix Displays                                                                                                                         4-Wire Network 

SMCU50-3V 

Faceplate Cut-Out: 124(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
 

Description Three colour LED dot matrix display:15 rows, 7 columns, 116mm high, 50mm wide, 5mm dots  
 
Standard Floor 0 to 19,  A to Z,  -1 to –8 
Library  
 
Standard        Individual LEDs can be one of three colours: RED, GREEN or AMBER 
Features  Simultaneous double character position (AMBER) and running arrow (RED for down, GREEN for up) 
 Override hall lantern arrow (RED for down, GREEN for up) 
 Out of service symbol (RED) 
 Vertical scrolling messages (AMBER) 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 230mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox  
  Compact version – MFCU50-3V (63x150x40mm – see data sheet) 
  
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
 

 
COPYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                   SMCU503V/0112 

11.1.2 



Slim-Line Three Colour Dot Matrix Displays                                                                                                           4-Wire Network 

SMCU76-1V 

Faceplate Cut-Out: 124(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
Description Three colour LED dot matrix display: three block, 15 rows, 7 columns, 116mm high, 50mm wide, 

5mm dots. 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library   

 
Standard Individual LEDs can be one of three colours: RED, GREEN or AMBER 
Features Simultaneous single character position (AMBER) and running arrow (RED for down, GREEN for up) 
  Override hall lantern arrow (static, scrolling or flashing) (RED for down, GREEN for up) 
  Out of service symbol (RED) 
  Vertical scrolling floor changes or running arrows and hall lanterns 
  Vertical scrolling messages (AMBER) 
 
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:220mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers. 
 
Optional Items Electronic chime   
  Stainless steel faceplate & mild steel backbox 
  Compact version – MFCU76-1V (63x150x40mm – see data sheet)  
 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 

 

COPYRIGHT 2011  STENTORGATE LTD           SMCU761V/1111 

11.3.1 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU30-2AH 

 
Faceplate Cut-Out: 40(h) x 50(w) mm      Fixings: 4x M3x20mm Studs 

Description Single colour LED dot matrix display:7 rows, 10 columns, 30mm high, 44mm wide, 3mm dots  
 

Optional:  Bright Amber, Blue (standard & super-bright) or White 

tandard Floor 
ibrary  

us single character position and running arrow 
eatures Override hall lantern arrow 

s 
changes or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel surface mount enclosure 

 MFDU30-2A (63x63x40mm – see data sheets) 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  SMDU32AH/0311 

   
 
 

LED Colour Standard:  Red or Green 
 
 
S -1, 0 to 9 and A to Z 
L
 
Standard        Simultaneo
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 

 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Compact version –
 
 
 

 
 
 
CO
 
 

9.0.2a 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU30-2V 

Faceplate Cut-Out: 40(h) x 50(w) mm      Fixings: 4x M3x20mm Studs 
 

Optional:  Bright Amber, Blue or White 

tandard Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

 
eatures Override hall lantern arrow 

s 
changes and hall lantern arrows) 

witch hanges 
esignations 

 

lectrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel surface mount enclosure 

 MFDU30-2 (63X63X40mm– see data sheets) 
 
 
HIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

T 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   SMDU302V/0311 

9.0.3 

       

Description Single colour dot matrix LEDdisplay:7 rows, 10 columns, 30mm high, 44mm wide, 3mm dots 
 
LED Colour Standard:  Red or Green 
 
 
S 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Double character position  
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Scrolling running arrow inserted between roll-over floor c
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D
 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Compact version –

T
L

 
 
 
COPYRIGH
 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU30-2H 

Faceplate Cut-Out: 40(h) x 50(w) mm      Fixings: 4x M3x20mm Studs 
 

escription Single colour dot matrix LEDdisplay:7 rows, 10 columns, 30mm high, 44mm wide, 3mm dots 

Optional:  Bright Amber, Blue or White 

tandard Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

 
eatures Override hall lantern arrow 

s 
changes and hall lantern arrows) 

witch hanges 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel surface mount enclosure 

 MFDU30-2 (63X63X40mm– see data sheets) 
 
 

HIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  SMDU302H/0311 

9.0.3a 

       

 
D
 
LED Colour Standard:  Red or Green 
 
 
S 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Double character position  
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Scrolling running arrow inserted between roll-over floor c
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Compact version –

 
 
T
L

 
 
 
 
 
 
 
 
 
 
 
 
 
CO
 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU30-3H 

 
Faceplate Cut-Out: 40(h) x 76(w) mm     Fixings: 4x M3x20mm Studs 
 
 

Description Single colour LED dot matrix display:7 rows, 15 columns, 30mm high, 66mm wide, 3mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard        Simultaneous double character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 220mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel surface mount enclosure 
  Compact version – MFDU30-3H (115x63x40mm – see data sheet) 

 
 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                  SMDU303H/0311 
 
 

9.0.4 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU30-3V 

Faceplate Cut-Out: 76(h) x 40(w) mm     Fixings: 4x M3x20mm Studs 
 

Description Single colour LED dot matrix display:15 rows, 7 columns, 66mm high, 30mm wide, 3mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor 0 to 19,  A to Z,  -1 to –8 
Library  
 
Standard        Simultaneous double character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 220mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Compact version – MFDU30-3V (63x115x40mm– see data sheet) 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
 

 
COPYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                   SMDU303V/0311 

9.0.5 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU50-2A 

Faceplate Cut-Out: 60(h) x 86(w) mm            Fixings: 4x M3x20mm Studs 
 

escription Single colour dot matrix LEDdisplay:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots  
 

Optional:  Bright Amber, Blue or White 

tandard Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

 
eatures Override hall lantern arrow 

s 
changes and hall lantern arrows) 

witch hanges 
esignations 

 

lectrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 200mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel faceplate & mild steel backbox 

eel surface mount enclosure 
see data sheet) 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
IFT 

PYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   SMDU52A/0411 

9.1.2 

 
 

 
D

LED Colour Standard:  Red or Green 
 
 
S 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Double character position  
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Scrolling running arrow inserted between roll-over floor c
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D
 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Angled stainless st
  Slim-Line version – SMDU50-2 (16mm deep – 
 

L
 
 
 
 
 
 
 
 
CO
 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU50-2AV 
 

Faceplate Cut-Out: 60(h) x 76(w) mm             Fixings: 4x M3x20mm Studs 
 
 

Description Single colour LED dot matrix display:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots (3mm 
dots on super-bright blue). 

 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue (standard & super-bright) or White 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Simultaneous single character position and running arrow 
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes or running arrow and hall lantern arrows) 
  
Switch Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated lens (4.5mm thick, dark grey tinted) & fixing spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Stainless steel surface mount enclosure 
  Compact version – MFDU50-2A (115x63x40mm – see data sheet) 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   SMDU52VA/1007 
 

9.1.2a 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU50-2 

Faceplate Cut-Out: 60(h) x 86(w) mm             Fixings: 4x M3x20mm Studs 
 
Description Single colour dot matrix LEDdisplay:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Double character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes and hall lantern arrows) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 200mA @12vdc 
 
General Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 

 Compact version – MFDU50-2 (115x63x40mm – see data sheet) 
 
 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   SMDU502/0411 
 

9.1.3 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU50-2V 

 
Faceplate Cut-Out: 60(h) x 76(w) mm             Fixings: 4x M3x20mm Studs 
 
Description Single colour dot matrix LEDdisplay:7 rows, 10 columns, 50mm high, 76mm wide, 5mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue or White 
 
Standard Floor 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
Library LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 
 
Standard Double character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Horizontal scrolling messages 
 Vertical scrolling (floor changes and hall lantern arrows) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 

 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 200mA @12vdc 
 
General Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Stainless steel surface mount enclosure 

 Compact version – MFDU50-2 (115x63x40mm – see data sheet) 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                   SMDU502V/1007 
 

9.1.3a 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU50-3H 

 
Faceplate Cut-Out: 60(h) x 116(w) mm  Fixings: 4x M3x20mm Studs 

 

 Optional:   Bright Amber, Blue or White 

tandar  Floor 
ibrary LB, UB, SB, LG, UG, LM, UM, MZ, SL, CP, GR, 04, 03, 02, 01 

        
eatures Override hall lantern arrow 

s 
changes or running arrow and hall lantern arrows) 

witch 
esignations 

 

lectrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
etail  Power supply consumption: 220mA @12vdc 

cton lens (4.5mm thick, dark grey tinted) & fixing 
spacers 

Optional Items ic chime  
 Stainless steel surface mount enclosure 

 MFDU50-3H (150x63x40mm – see data sheet) 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

PYRIGHT 2003 STENTORGATE LTD                                                                                                                                                                                                                                                                                                  SMDU503H/0411 

   
 

Description Single colour LED dot matrix display:7 rows, 15 columns, 50mm high, 114mm wide, 5mm dots  

LED Colour Standard:  Red or Green 
 
 
S d 0 to 31,  A to Z,  -1 to –8,  B1 to B8 
L
 
Standard Simultaneous double character position and running arrow 
F
 Out of service symbol 
 Horizontal scrolling message
 Vertical scrolling (floor 
  
S Vertical scrolling running arrow or floor change 
Selectable Hall lantern floor d
Features Landing or car indicator function 
 Electronic chime volume 
 
E
D

 

 
General  Unit supplied loose with a drilled & rebated Pa

 
 Electron

 
  Compact version –
 
 

 
 
 
 
 
 
CO
 
 

9.1.4 



Slim-Line Dot Matrix Displays    4-Wire Network 

SMDU50-3V 

 
Faceplate Cut-Out: 116(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
Description Single colour LED dot matrix display: three block, 15 rows, 7 columns, 114mm high, 50mm wide, 

5mm dots. 
 
LED Colour Standard: Red or Green 
  Optional: Bright Amber, Blue or White 
 
Standard Floor 0 to 19,  A to Z,  -1 to -8,  B1 to B8 
Library  LB, UB, SB, LG, UG, SL, CP, 04, 03, 02, 01 
 
Standard Simultaneous position and running arrow 
Features Override hall lantern arrow (static, scrolling or flashing) 
  Out of service symbol 
  Vertical scrolling (floor changes or running arrows and hall lanterns) 
  Vertical scrolling messages 
   
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:170mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Electronic chime   
Items  Surface-Mount stainless steel enclosure 
  Compact Unit – MFDU50-3V (63X150X40mm – see data sheet) 
 
THIS UNIT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-FUNCTION SPEECH 
UNIT MUST BE ORDERED FOR EACH LIFT. 
 
COPYRIGHT 2002  STENTORGATE LTD           SMDU503V/0411 
 9.1.5 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU45H 
 

 
Faceplate Cut-Out:  50(h) x 40(w) mm     Fixings: 4x M3x20mm Studs 
 

Description Single colour LED dot matrix display: two blocks, 10 rows, 7 columns, 45mm high, 30mm wide, 3mm 
dots. 

 
LED Colour Standard:  Red or Green 
  Optional:  bright Amber, Blue or White 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library  
 
Standard Single character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling (floor changes, messages and hall lantern arrows) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing    

spacers 
 
Optional Items  Electronic chime  
  Surface-Mount stainless steel enclosure 
  Compact version – MFDU45-1 (63X63X40mm – see data seet) 
 
 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                           SMDU45H/0311 
 

9.2.1 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU45V 
 

 
Faceplate Cut-Out:  50(h) x 40(w) mm     Fixings: 4x M3x20mm Studs 
 

Description Single colour LED dot matrix display: two blocks, 10 rows, 7 columns, 45mm high, 30mm wide, 3mm 
dots. 

 
LED Colour Standard:  Red or Green 
  Optional:  Bright Amber, Blue & White 
 
Standard Floor -1, 0 to 9, A to Z 
Library  
 
Standard Single character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling (floor changes, messages and hall lantern arrows) 
  
Switch Scrolling running arrow inserted between roll-over floor changes 
Selectable Hall lantern floor designations 
Features Landing or car indicator function 
 Electronic chime volume 
 
Electrical  Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail  Power supply consumption: 200mA @12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing    

spacers 
 
Optional Items  Electronic chime  
  Surface-Mount stainless steel enclosure 
  Compact version – MFDU45-1 (63x63x40mm – see data sheet) 
 

THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 

 
 
 
COPYRIGHT 2003  STENTORGATE LTD                                                                                                                                                                                                                                                                                                           SMDU45V/0311 
 

9.2.2 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU45-1V 

Faceplate Cut-Out: 76(h) x 40(w) mm                       Fixings: 4x M3x20mm Studs 
 
Description Single colour LED dot matrix display: three block, 15 rows, 7 columns, 66mm high, 30mm wide, 3mm 

dots. 
 
LED Colour Standard:  Red or Green 
  Optional:  Bright Amber, Blue or White 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library   

 
Standard Simultaneous single character position and running arrow 
Features Override hall lantern arrow (static, scrolling or flashing) 
  Out of service symbol 
  Vertical scrolling (floor changes or running arrows and hall lanterns) 
  Horizontal scrolling messages 
 
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:220mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers. 
 
Optional Items Electronic chime   
  Surface-Mount stainless steel enclosure 
  Compact version – MFDU45-1V (63x115x40mm – see data sheet) 
 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 
COPYRIGHT 2003  STENTORGATE LTD           SMDU451V/0411 

9.2.3 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU76-1 

Faceplate Cut-Out: 86(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
Description Single colour LED dot matrix display: three block, 10 rows, 7 columns, 76mm high, 50mm wide, 5mm 

dots. 
 
LED Colour Standard:  Red or Green 
  Optional:  Bright Amber, Blue or White 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library   

 
Standard Simultaneous single character position and running arrow 
Features Override hall lantern arrow (static, scrolling or flashing) 
  Out of service symbol 
  Vertical scrolling (floor changes or running arrows and hall lanterns) 
  Horizontal scrolling messages 
 
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:220mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers. 
 
Optional Items Electronic chime   
  Stainless steel faceplate & mild steel backbox 
  Compact version – MFDU76-1 (115x63x40mm – see data sheet) 
 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 
COPYRIGHT 2003  STENTORGATE LTD           SMDU761V/0411 

9.3.2 



Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU76-1H 

 
Faceplate Cut-Out: 76(h) x 60(w) mm             Fixings: 4x M3x20mm Studs 
 
Description Single colour dot matrix LEDdisplay:10 rows, 7 columns, 76mm high, 50mm wide, 5mm dots  
 
LED Colour Standard:  Red or Green 
 Optional:  Bright Amber, Blue or White 
 
Standard Floor -1, 0 to 9 and A to Z 
Library  
 
Standard        Single character position  
Features Override hall lantern arrow 
 Out of service symbol 
 Vertical scrolling (floor changes & running arrows) 
  
Switch Scrolling running arrow inserted between floor roll-over changes 
Selectable Hall lanterns only 
Features Scrolling running arrow overriding position 
 Hall lantern floor designations 
 Landing or car indicator function 
 Electronic chime volume 
 
Electrical Continuous power supply: 12vdc to 37vdc or 12vac to 24vac  
Detail Power supply consumption: 200mA @12vdc 
 
General Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers 
 
Optional Items  Electronic chime  
  Stainless steel faceplate & mild steel backbox 
  Stainless steel surface mount enclosure 

 Compact version – MFDU76-1 (63x115x40mm – see data sheet) 
 

 
THIS UNIT CONNECTS ONTO OUR 4-WIRE NETWORK; THEREFORE, A CONTROL UNIT MUST BE ORDERED FOR EACH 
LIFT 
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Slim-Line Dot Matrix Displays                                                                                                                              4-Wire Network 

SMDU76-1V 

Faceplate Cut-Out: 116(h) x 60(w) mm     Fixings: 4x M3x20mm Studs 
 
Description Single colour LED dot matrix display: three block, 15 rows, 7 columns, 114mm high, 50mm wide, 

5mm dots. 
 
LED Colour Standard:  Red or Green 
  Optional:  Bright Amber, Blue or White 
 
Standard Floor -1, 0 to 9  and  A to Z 
Library   

 
Standard Simultaneous single character position and running arrow 
Features Override hall lantern arrow (static, scrolling or flashing) 
  Out of service symbol 
  Vertical scrolling (floor changes or running arrows and hall lanterns) 
  Horizontal scrolling messages 
 
Switch  Vertical scrolling running arrow or floor change  
Selectable Hall lantern floor designation 
Features Landing or car indicator function 
  Electronic chime volume 
 
Electrical Continuous power supply:12vdc to 37vdc or 12vac to 24vac 
Detail  Power consumption:220mA @ 12vdc 
 
General  Unit supplied loose with a drilled & rebated Pacton lens (4.5mm thick, dark grey tinted) & fixing 

spacers. 
 
Optional Items Electronic chime   
  Stainless steel faceplate & mild steel backbox 
  Compact version – MFDU76-1V (63x150x40mm – see data sheet) 
 
THIS PRODUCT CONNECTS TO OUR 4-WIRE NETWORK; THEREFORE,  A CONTROL UNIT OR MULTI-
FUNCTION SPEECH UNIT MUST BE ORDERED FOR EACH LIFT. 
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                                                                                                                                                                  Optional Equipment 

STANDARD SPEAKER     PCB SPEAKER 

Description 

tandard Features Volume selectable 
tion, double chime for DOWN direction 

lectrical Detail  Power derived from display unit; consumption 50mA @ 12vdc 

le attached (longer cable lengths available, 

 
ptions    Single chime both directions 

frequency variations for direction indication 

ERED WITH ONE OF OUR DISPLAY UNITS. 

ELECTRONIC CHIME OPTION 
 

 Electronic sounder for lift arrival and departure direction indication. 
   The unit consists of a small loudspeaker and display unit upgrade. 
 
S
   Single chime for UP direc
 
E
   
General   Loudspeaker supplied loose with 300mm of cab

 

Lead length: 300mm (min)

please ask) 

O
   High/low and low/high chime 
    
THIS PRODUCT MUST BE ORD
 
 

GONG 

 
Description  Mechanical bell sounder for lift arrival and departure direction indication. 

24v DC operation (diode suppression recommended) 

eneral   Supplied loose with 200mm of cable attached. 
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                                                                                                                                                          Optional Equipment 
 

S-CHIME 
(STAND-ALONE CHIME UNIT)  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Description  Stand-alone electronic sounder for lift arrival or departure direction indication. 
 
   The S-CHIME is of compact design and is simple to install on existing circuits. It 

operates by connecting across the up and down hall lantern signals; this provides both 
the unit’s power and the necessary control signalling for up/down annunciation. 

 
Standard Features Volume selectable 
   Single chime for UP direction, double chime for DOWN direction 
 
Electrical Detail  Power derived from hall arrow signals; consumption 50mA (peak) @ 12vdc 
   
General   Unit supplied loose with spacers. 
 
Options  Single chime both directions 
   High/low and low/high chime frequency variations for direction indication 
   Slim-line (15mm deep)  
   48v ac/dc version 
   110v ac/dc version 
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                                                                                                                                                          Optional Equipment 
 

N-CHIME 
(NETWORK CHIME UNIT) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Description  The N-Chime is a network controlled electronic sounder with two outputs capable of 
driving UP and DOWN discrete LED or bulb type hall lanterns for lift arrival or direction of 
departure annunciation and indication.  

 
   It is used in situations where our display units are not installed on all floors, but where 

arrival/directional signalling is still required. By utilising our standard 4-wire network, it 
reduces the amount of shaft wiring required on any installation, irrespective of the 
number of floors. It can be connected onto our 4-wire network, in any combination, 
alongside any of our display units: for example one of our displays may be installed at 
the main floor and N-Chimes installed on the landings above, driving discrete LED style 
hall lanterns. 

 
   DIL switches on the N-Chime are set to identify the floor at which the N-Chime is 

installed. The N-Chime with the floor identity corresponding to the current lift position 
responds to direction information, broadcast over our standard 4-wire network from our 
Multi-Function Speech Unit or Indicator Control Unit, and annunciates the next travel 
direction whilst switching the corresponding hall arrow channel driver on.  

 
 
Standard Features Chime volume adjustable 
   Single chime for UP direction, double chime for DOWN direction 
 
Electrical Detail  Power consumption when chime operating (no output driver active) 50mA  @ 12vdc 
   Maximum UP channel output driver current: 500mA  
   Maximum DOWN channel output driver current : 500mA 
   
General   Unit supplied loose with spacers. 
 
Options   Single chime both directions 
   High/low and low/high chime frequency variations for direction indication  
   On/Off cycling driver outputs for flashing hall arrows. 
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                                                                                                                            Optional Equipment 

 
PSU24 

 
 

Fixings: 4x M3x15mm Studs 
Description The PSU24 is 24v dc power supply unit. 
 

DC power output (fused) is derived from mains power input (fused), via a transformer and rectifier. 
   

Electrical Power supply input: 230vac or 115vac ±10% (switch selectable)  
Detail Mains derived output: 24vdc  (not smoothed)  
 Maximum output current: 1.5A @ 24vdc 

 

MFUPS12 

 
      

Fixings: 4x M3x15mm Studs 
Description The MFUPS12 is an maintained power supply unit and integral battery charger. 
 

Under normal conditions, DC output is derived from mains power input, via a transformer and rectifier, 
and the unit charges, through a regulator circuit, the dry-fit lead acid battery supplied. In the event of a 
mains power failure, the unit switches output from mains derived power to battery-backed power, 
maintaining power supply to essential equipment. 
 
Connectors are provided for both maintained and non-maintained supplies, allowing ease of connection 
for maintained and non-maintained equipment. 
   

Electrical Power supply input: 230vac or 115vac ±10% (switch selectable)  
Detail Mains derived output: 20vdc , ripple ±3v @full-load  
 Maximum output current: 2.0A @ 20vdc 

Battery-backed output: 12vdc 
Battery rating: 2.3Ah 
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                                                                                                                            Optional Equipment 

 
Speech Unit Loudspeaker Faceplate & Backbox 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Description Stainless steel faceplate, with a matrix of holes for use with our speech unit loudspeaker, and an 

enamelled (light beige colour) mild steel backbox 
 
Specification Faceplate 304 grade stainless steel, 320 grit finish (BS1449 No.5), 2.5mm thick, 
   Two tamper resistant fixings (concealed hexagonal cap head screws) 
 

Backbox Mild steel stove enamelled backbox, with two flanges (not drilled) 

 
 

Standard Faceplates & Backboxes 
 

 
 
Description Stainless steel faceplate and an enamelled (light beige colour) mild steel backbox for use with our 

chime & the following display units: 
 
 MFDU30-1 MFDU50-1 MFDU45-1 MFCU50-1 MFHU40-1 
 MFDU30-2 MFDU50-2     DA50-RG MFHU40-2H 
 MFDU30-3H       MFHU40-2V 
 MFDU30-3V       MFHU40-2 
 
Specification Faceplate 304 grade stainless steel, 320 grit finish (BS1449 No.5), 2.5mm thick, 
   Two tamper resistant fixings (concealed hexagonal cap head screws) 
 

Backbox Mild steel stove enamelled backbox, with two flanges (not drilled) 
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                                                                                                                            Optional Equipment 

MFSPBOX 

 
 

Description Enamel painted (light beige colour) mild steel enclosure with a screw fit lid, designed to house one 
MFSP24-g or MFSP24-CC unit and one PSU24 or MFUPS12 (and battery) power supply. 

 
 A partition plate separates the power supply and the speech or control unit, with a wiring access hole 

(20mm) available in the partition for interconnecting wires. Three wiring access holes (20mm) are also 
available in the rear of the box (delivered with rubber grommet plugs fitted) and there are four, 4mm 
fixing holes, one in each corner for mounting the box. 

 
 When ordered with a power supply and/or speech or control unit, we fit the parts into the enclosure 

ready for immediate site installation. 
 
 

Standard Angled Surface Mount Enclosures 
 

MF22DEG50-2 
 
Description  
Surface mount angled enclosure (22 degrees) 
for MFDU50-2(A), MFDU30-3H, MFCU50-2 
& MFDU40-2 display units. 
 
Enclosure comprises of back fixing plate and 
front angled box. 
 
Finish is brushed stainless steel. 
 
 
 
MF22DEG50-3 
 
Description  
Surface mount angled enclosure (22 degrees) 
for MFDU50-3H& MFCU50-3H display units. 
 
Enclosure comprises of back fixing plate and 
front angled box. 
 
Finish is brushed stainless steel. 
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                                                                                                                                        Appendix B 

 

 
Female Phrase List  - Page 1 of 2 
 
Relevant to the following parts: 
MFSP24-g & RMVU-g 
 
1. DOOR OPERATION ANNOUNCEMENTS 
 

1.1  DOORS CLOSING 
1.2  DOORS OPENING 
1.3  REAR DOORS OPENING 
1.4  REAR DOORS CLOSING 
1.5  FRONT DOORS OPENING 
1.6  FRONT DOORS CLOSING 
1.7  PLEASE CLOSE THE GATES 
1.8  STAND CLEAR OF THE DOORS 
1.9  MIND THE DOORS 
1.10  PLEASE DO NOT OBSTRUCT THE DOORS 
1.11  DOORS ABOUT TO CLOSE 
1.12  REMOVE OBSTRUCTION FROM THE DOORS 
1.13  PLEASE REMOVE OBSTRUCTION FROM THE  DOORS 
1.14  PLEASE CLOSE BOTH LANDING AND CAR GATES 

 
2. DIRECTION ANNOUNCEMENTS 
 

2.1  LIFT GOING UP 
2.2  LIFT GOING DOWN 
2.3  NEXT LIFT UP 
2.4  NEXT LIFT DOWN 
2.5  THIS LIFT IS GOING UP 
2.6  THIS LIFT IS GOING DOWN 
2.7  LIFT TRAVELLING DOWN 
2.8  LIFT TRAVELLING UP 

 
3. FIRE SERVICE ANNOUNCEMENTS 
 

3.1  LIFT UNDER FIREMAN'S CONTROL 
3.2  FIRE SERVICE ONLY 
3.3  LIFT RETURNING TO THE FIRE SERVICE FLOOR 
3.4  LIFT RETURNING TO THE ....... UNDER FIREMANS 

CONTROL 
3.5  FIRE ALARM, LIFT RETURNING TO THE.. 
3.6  FIRE ALARM ACTIVATED. LIFT RETURNING TO EXIT 

FLOOR. PLEASE LEAVE BY NEAREST AVAILABLE EXIT 
3.7  THIS LIFT IS ON FIREMANS CONTROL. PLEASE DO NOT 

USE IT 
3.8  LIFT ON FIREFIGHTING CONTROL 

 
4. OVERLOAD MESSAGES 
 

4.1  LIFT OVERLOADED, PLEASE REDUCE THE LOAD 
4.2  PLEASE REDUCE THE LOADLIFT OVERLOADED, WILL 

THE LAST PASSENGER PLEASE USE THE NEXT LIFT 
4.3  LIFT OVERLOADED. PLEASE REDUCE WEIGHT IN LIFT 
 

5. OUT OF SERVICE ANNOUNCEMENTS 
 

5.1  LIFT OUT OF SERVICE 
5.2  THIS LIFT IS NOW OUT OF SERVICE, PLEASE EXIT THE 

LIFT – THANK YOU 
5.3  THIS LIFT IS NOT IN SERVICE 
5.4  THIS LIFT IS NOW OUT OF SERVICE PLEASE LEAVE 
5.5  THIS LIFT IS BEING TAKEN OUT OF SERVICE, PLEASE 

LEAVE NOW. 
5.6  DO NOT ENTER THIS LIFT 
5.7  PLEASE USE ANOTHER LIFT 
 

6. ALARM ANNOUNCEMENTS 
 

6.1  DO NOT PANIC. PRESS ALARM BUTTON FOR 5 
SECONDS TO ACTIVATE IN-LIFT AUTOMATIC 
TELEPHONE 

6.2  PLEASE STAY CALM 
6.3  PLEASE STAY CALM, HELP IS COMING 
6.4  HELP HAS BEEN CALLED 
6.5  SECURITY HAS BEEN CALLED 
6.6  ALARM CALL ACKNOWLEDGED 
6.7  LIFT ALARM ACTIVATED, PLEASE AWAIT ASSISSTANCE 
6.8  ALARM RECEIVED, LIFT TELEPHONE TO RIGHT HAND 

SIDE OF DOORS 
6.9  ALARM RECEIVED. LIFT TELEPHONE TO LEFT HAND 

SIDE OF DOORS 
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7. SPECIAL SERVICE ANNOUNCEMENTS 
 

7.1  LIFT UNDER ATTENDANT'S CONTROL 
7.2  LIFT UNDER MAINTENANCE CONTROL 
7.3  LIFT UNDER ENGINEER'S CONTROL 
7.4  LIFT UNDER GOODS CONTROL 
7.5  LIFT UNDER PRIORITY CONTROL 
7.6  LIFT UNDER MEDICAL CONTROL 
7.7  LIFT ON PRIORITY CONTROL 
7.8  LIFT ON SERVICE CONTROL 
7.9  EVACUATION CONTROL 
7.10  LIFT UNDER EVACUATION CONTROL 
7.11  EMERGENCY CONTROL 
7.12  LIFT UNDER CAR PREFERENCE CONTROL 
7.13  LIFT ON OVERRIDE CONTROL 
7.14  OVERRIDE CONTROL 
7.15  LIFT RETURNING TO THE …… FLOOR ON OVERRIDE 

CONTROL 
7.16  EXTENDED DOOR TIME ACTIVATED. PLEASE PRESS 

DOOR CLOSE OR FLOOR BUTTON TO CANCEL 
7.17  LIFT REQUIRED FOR EMERGENCY SERVICE. PLEASE 

EXIT AT THE NEXT LEVEL 
7.18  LIFT UNDERGOING MAINTENANCE 
 

8. ARRIVAL ANNOUNCEMENTS 
 

8.1  LIFT APPROACHING THE .... 
8.2  EXIT TO THE LEFT 
8.3  EXIT TO THE RIGHT 
8.4  VACATE THE LIFT AT THE ...... 
8.5  THIS FLOOR FOR ..... 
8.6  NEXT FLOOR 
8.7  TURN LEFT FOR .... 
8.8  TURN RIGHT FOR .... 
8.9  LIFT ARRIVING AT….  
8.10  PLEASE VACATE THE LIFT 
8.11  PLEASE EVACUATE THE CAR 
8.12  PLEASE EVACUATE AT THE NEXT FLOOR 
8.13  VACATE THE LIFT AT THE NEXT FLOOR 
8.14  PLEASE LEAVE THE BUILDING BY THE NEAREST 

AVAILABLE EXIT 
8.15  PLEASE ALLOW PRIORITY ACCESS FOR WHEELCHAIR 

USERS 
 
9. LANDING SPECIFIC ANNOUNCEMENTS 
 

9.1  UP CALL ACCEPTED 
9.2  DOWN CALL ACCEPTED 
9.3  CALL ACCEPTED 
9.4  THIS CALL HAS BEEN ACCEPTED. THE LIFT WILL 

ARRIVE SHORTLY 
9.5  THE LIFT HAS ARRIVED AT THIS FLOOR 
9.6  THE LIFT DOORS HAVE OPENED 

 
10. MISCELLANEOUS ANNOUNCEMENTS 
 

10.1  PLEASE MIND THE STEP 
10.2  CAUTION! LIFT OUT OF LEVEL, MIND THE STEP 
10.3  LIFT FAILED TO START, PLEASE PRESS THE DOOR 

OPEN PUSH 
10.4  ATTENTION! ...... 
10.5  CAUTION! LIFT AUTOMATICALLY RE-LEVELS 
10.6  CAUTION! LIFT RELEVELLING 
10.7  PLEASE PRESS A BUTTON FOR THE REQUIRED FLOOR 
10.8  LIFT DEPARTING IN .... SECONDS 
10.9  LIFT DEPARTING IN .... MINUTES 
10.10  MAINTENANCE ONLY 
10.11  STAFF ONLY 
10.12  PLEASE DO NOT SMOKE 
10.13  LIFT PREPARING TO DEPART 
10.14  LIFT REQUIRED AT ANOTHER FLOOR 
10.15  DO NOT PANIC 
10.16  LIFT RETURNING TO EXIT LEVEL 
 
 
 

 
 
 



                                                                                                                                        Appendix B 

 

 
 
 

 

Female Phrase List – Page 2 of 2 
 
 
 
11. FLOOR MARKINGS 
 
 FLOOR….  

….FLOOR 
LEVEL…..  
….LEVEL 
DECK …. 
…..DECK 

 
BASEMENT 
SUB BASEMENT 

 UPPER BASEMENT 
 LOWER BASEMENT 
 

LOWER MEZZANINE 
UPPER MEZZANINE 
MEZZANINE  

 
LOWER GROUND 
UPPER GROUND 
GROUND  
 
1ST  - 79TH 
0  -  99 

 A  -  Z 
 
GARAGE  
CAR PARK 
SHOPS 
MALL 
SHOPPING LEVEL  
RESTAURANT 
COURTS 
PENTHOUSE  
ROOF 
MAIN ENTRANCE 
ENTRANCE HALL 
RECEPTION 
MAIN RECEPTION 
LOBBY 
EXIT 
STREET LEVEL 
BOOKING HALL 
REFECTORY 
MINUS ..... 
PLUS ..... 
LIBRARY 
COMPUTER CENTRE 
PUBLIC TOILETS 
SECURITY OFFICE 
PLATFORM 
TICKET HALL 
TICKET OFFICE 
CONCOURSE LEVEL 
STAGE 
SHOPPING LEVEL 
BRIDGE 
PLATFORMS …. AND ….. 
TOP FLOOR 
BOTTOM FLOOR 
WALK WAY 
BRIDGE LINK 
INTERMEDIATE LEVEL 
OVERBRIDGE LEVEL 
MAIN EXIT 
FOOD HALL 
FOOD COURT 
PLAZA 
FOYER 
UPPER FOYER 
LOWER FOYER 
RETAIL LEVEL 
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Control Signal Voltages       
Relevant to the following parts: MFSP24-g & MFSP24-CC 
 
The control signal voltages generated by the lift controller must be compatible with  the ranges listed in the table 
below:  
 

Control Signal Voltage Current Consumption Signal Type 

12v +/- 6v ac/dc 5.5mA AC and DC 

24v +/- 6v ac/dc 5.1mA AC and DC 

100v +/- 20v dc 4.5mA DC ONLY 

110v +/- 10v ac 4.7mA AC ONLY 

240v +/- 10v ac 3.4mA AC ONLY 

 
The number of different control signal voltages permitted on one unit depends upon the type of unit purchased. See the 
table below for details: 
  

Type of Unit Number of Signal Commons  

Standard Unit (16 inputs) 5 

Standard Unit + 8 Input Expansion Unit 6 

Standard Unit + 16 Input Expansion Unit 7 

 
 
 
Signalling Parameters      
Relevant to the following parts: MFSP24-g  & MFSP24-CC 
 
Active Signal States   Each signal can be either open or closed circuit active (specify on ordering). Indicator 

messages will remain on as long as the signal input is active. Speech announcements 
are made once upon initial activation of the signal input; they are self triggered.  

 
Position Signals  Discrete signalling requires:  n inputs for n floors 
 
    Binary & Gray Code signalling requires:  2 inputs for 1-3 floors 
         3 inputs for 1-7 floors 
         4 inputs for 1-15 floors 
         5 inputs for 1-31 floors 
         6 inputs for 1-63 floors 
Directional Signals  Running arrows require 2 inputs 
    Intended next travel direction (hall lantern control) requires 2 inputs 
    (used for both speech and hall lantern control) 
 
Floor Announce   To trigger floor announcement on arrival at floor 1 input is required 
 
Miscellaneous    Require one input per feature. If a single feature requires both speech 
Announcements  and indicator messages only one input is required  
and Messages 
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Speech & Indicator Job Specification Sheet 
 
Order Number Site Reference Customer Contact Date 
   

 
  

 
Floor Legend List 
(List all floors served. Including phantom floors if relevant) 

Number of 
Lifts 

   
  
  
  
 
Floor Signal Coding Scheme Floor Signal Voltages 

 
 Active Floor Signal State 

Discrete  12v/24v 
ac/dc 

  Open Circuit 
 

 

Binary (lowest 
floor binary 0) 

 100v dc   Closed Circuit  

Binary (lowest 
floor binary 1) 

 110v ac     

Gray Code (lowest 
floor Gray 0) 

 240v ac    

Gray Code (lowest 
floor Gray 1) 

     

Floor Selector  

 

    
 
Arrow Function Arrow Style 

(block or stick) 
Arrow 
on Car? 

Arrow on 
Landings ? 

Signal Voltages 
(specify) 

Active Signal 
State (OC/ CC) 

Lift Running Arrow      
Override Onward 
Direction Arrow 

     

Simultaneous Onward 
Direction Arrow 

     

 
Hall Arrival Chime  Car Arrival Chime  Car Passing Chime ? (Y/N)  
1x Gong Up, 
1x Gong Down 

  1x Gong Up, 
1x Gong Down 

 

1x Gong Up, 
2x Gong Down 

  1x Gong Up, 
2x Gong Down 

 

Ding Dong   Ding Dong  
 
Messages & Voice Announcements 
(list voice announcements & scrolling 
messages) 

Speech ?  
(Y/N) 

On 
Car ? 
(Y/N) 

On 
Landings ? 
(Y/N) 

Signal 
Voltage ? 
(specify)  

Active Signal 
State ? 
(OC/CC) 

      
      
      
      
      
      
 
Active Signal States: 
OC = Open Circuit (signal valid when no current flows between signal input and common return) 
CC = Closed Circuit (signal valid when current flows between signal and common return) 



Speech & Indicator Specification Sheet (Continuation Page) 
 
Order Number Site Reference Customer Contact Date 
   

 
  

 
Floor Legend List 
(List all floors served. Including phantom floors if relevant) 

Number of 
Lifts 

   
  
  
  
  
  
 
Messages & Voice Announcements 
(list voice announcements & scrolling 
messages) 

Speech ?  
(Y/N) 

On 
Car ? 
(Y/N) 

On 
Landings ? 
(Y/N) 

Signal 
Voltage ? 
(specify)  

Active Signal 
State ? 
(OC/CC) 

      
      
      
      
      
      
      
      
      
      
      
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Active Signal States: 
OC = Open Circuit (signal valid when no current flows between signal input and common return) 
CC = Closed Circuit (signal valid when current flows between signal and common return) 
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